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CITY OF
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640 E. WOOD STREET
P.O. BOX 1508
VINELAND, NJ 08362-1508

DEPARTMENT OF FINANCE PHONE: (856) 794-4040
DIVISION OF PURCHASING FAX: (856) 405-4605
MIGUEL A. MERCADO, QPA
PURCHASING AGENT

NOTICE TO BIDDERS

Sealed bids will be received by the Purchasing Agent of the City of Vineland on Thursday, August 6,
2026, at 2:00 p.m. prevailing time in the Purchasing Office, 5™ Floor, 640 E. Wood Street, Vineland,
New Jersey 08360, at which time and place bids will be opened and read in public for the furnishing
of:

COV BID # 2026-32 VMEU- FGC RIGGING, MOTOR OVERHAUL, AND SERVICES

Bid must be submitted in duplicate and shall be enclosed in an opaque sealed envelope, addressed
to “Division of Purchasing, City of Vineland, 640 E. Wood Street, PO Box 1508, Vineland, NJ
08362-1508”

Bidders shall comply with the requirements of N.J.S.A. 10:5-31 and N.J.A.C. 17-27 et seq.

You must submit paper documents as your bid package. We cannot accept electronic copies.
The documents to be submitted start with the Checklist. (PLEASE DO NOT SUBMIT THE
SPECIFICATIONS WITH YOUR BID PACKAGE.) Original signatures must be on one
document. (Please use blue ink for the signatures.) The duplicate can be a photocopy.

If you have any questions, please contact the Purchasing Agent at the above number or email:
PurchasingOffice(@yvinelandcity.org

DO NOT STAPLE DOCUMENTS
DO NOT DOUBLE SIDE
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CITY OF VINELAND
GENERAL INSTRUCTIONS

1. SUBMISSION OF BIDS

A. Sealed bids shall be received in accordance with public advertisement as required by law, with a copy of
said notice being attached hereto and made a part of these specifications.

B. Each bid shall be submitted on the proposal form attached and shall be submitted in a clearly marked
sealed envelope addressed to:

If delivered: If mailed:

DIVISION OF PURCHASING DIVISION OF PURCHASING
640 E. WOOD STREET 640 E. WOOD STREET 5™ FL
5T™H FLOOR PO BOX 1508

VINELAND NJ 08360 VINELAND NJ 08362-1508

* Do not use PO Box on Overnight Delivery Services, i.e. (Fed-Ex)

Bidder’s name, address, bid category, and due date must appear on the outside of the
BID ENVELOPE containing the bid.

C. Sealed bids will be received by the Purchasing Agent or designated representative, at the time and location
as stated in the Notice to Bidders, and at such time and place will be publicly opened and read aloud.

D. It is the bidder's responsibility to see that bids are presented to the Purchasing Agent on the hour and at
the place designated. Bids may be hand delivered or mailed; however, the City disclaims any
responsibility for bids forwarded by regular or express mail. If the bid is sent by express mail service, the
designation in sub-section B, above, must also appear on the outside of the express mail envelope. Bids
received after the designated time and date will be returned unopened. The City of Vineland shall not be
responsible for late postal or overnight delivery, nor shall postmark dates or overnight dates be considered
in honoring of bids. The City of Vineland shall not be responsible for bidder’s hand delivering bids who
arrive late or to the wrong location.

E.  Sealed bids forwarded to the City before the time of opening of bids may be withdrawn upon written
application of the bidder who shall be required to produce evidence showing that the individual is or
represents the principal or principals involved in the bid. Once bids have been opened, they shall remain
firm for a period of sixty (60) calendar days.

F.  All prices and amounts must be written in ink or preferably machine-printed. Bids containing any
conditions, omissions, unexplained erasures or alterations, items not called for in the bid proposal form,
attachment of additive information not required by the specifications, or irregularities of any kind, may be
rejected by the City. Any changes, whiteouts, strikeouts, etc. in the bid must be initialed in ink by the
person signing the bid.

G. Bids will be received only on the bidding forms attached to this specification or a true copy thereof with
all notations to be done in ink or typed and signatures must be done in ink. ONLY ORIGINAL
SIGNATURES ON ALL DOCUMENTS WILL BE ACCEPTED. RUBBER STAMPS,
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K.

COMPUTER GENERATED SIGNATURES, COPIER GENERATED SIGNATURES, OR ANY
OTHER ARTIFICIAL SIGNATURES SHALL NOT BE ACCEPTABLE AND SHALL BE
REASON FOR REJECTION. City of Vineland will not be held responsible for any erroneous pages or
pages missing from this bid document if it is obtained from a source other than the Purchasing Department
of the City of Vineland. City of Vineland will not be held responsible if bidders (vendors) fail to receive
any updates or addenda to the specification, if they haven’t contacted the Purchasing Department.

Each bid proposal form must give the full business address, business phone, fax, the contact person of the
bidder, and be signed by an authorized representative as follows:

e Bids by partnerships must furnish the full name of all partners and must be signed in the partnership
name by one of the members of the partnership or by an authorized representative, followed by the
signature and designation of the person signing.

e Bids by corporations must be signed in the legal name of the corporation, followed by the name of
the State in which incorporated and must contain the signature and designation of the president,
secretary or other person authorized to bind the corporation in the matter.

e Bids by sole-proprietorship shall be signed by the proprietor.

e  When requested, satisfactory evidence of the authority of the officer signing shall be furnished.

Bidder should be aware of the following statutes that represent “Truth in Contracting” laws:

e N.J.S.A.2C:21-34, et seq. governs false claims and representations by bidders. It is a serious crime
for the bidder to knowingly submit a false claim and/or knowingly make material misrepresentation.

e N.J.S.A. 2C:27-10 provides that a person commits a crime if said person offers a benefit to a public
servant for an official act performed or to be performed by a public servant, which is a violation of
official duty.

e N.J.S.A. 2C:27-11 provides that a bidder commits a crime if said person, directly or indirectly,
confers or agrees to confer any benefit not allowed by law to a public servant.

e Bidder should consult the statutes or legal counsel for further information.

Potential bidders are hereby cautioned that they are bidding at their own risk and that the
specifications/bid packages may or may not be complete if the specifications/bid packages were
provided by a third party supplier.

The City shall not be responsible for third party supplied specifications/bid packages.
The City reserves the right to reject individual and/or all bids in accordance with law.

Any prospective bidder who wishes to challenge a bid specification shall file such challenge in
writing with the Purchasing Agent no less than three (3) business days prior to the opening of the
bids. Challenges filed after that time shall be considered void and having no impact on the
contracting unit or the award of a contract; N.J.S.A. 40A: 11-13 (e).

Contracts shall be awarded to the lowest responsive and responsible bidder. City Council reserves
the right to reject any and all bids and to waive minor discrepancies therein. City Council also
reserves the right to split bids, award individual items, or to award groups of items and categories
of items.

Questions concerning this bid shall be directed in writing to the Purchasing Department, Attention:
Miguel A. Mercado, Purchasing Agent, either by facsimile at (856) 405-4605 or by email at
PurchasingOffice@vinelandcity.org. The last day for questions is noon, Friday, July 24, 2026.
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I1I. BID SECURITY AND BONDING REQUIREMENTS

A.

B.

C.

The following provisions if indicated by an (X), shall be applicable to this bid and be made a part of
the bid documents:

BID GUARANTEE

Bidder shall submit with the bid a certified check, cashier's check or a bid bond in the amount of ten percent
(10%) of the total price bid, but not in excess of $20,000, payable unconditionally to the City.

When submitting a Bid Bond, it shall contain Power of Attorney for full amount of Bid Bond from a surety
company authorized to do business in the State of New Jersey and acceptable to the City.

The check or bond of the unsuccessful bidder(s) shall be returned pursuant to N.J.S.A. 40A:11-24a. The
check or bond of the bidder to whom the contract is awarded shall be retained until a contract is executed
and the required performance bond or other security is submitted.

The check or bond of the successful bidder shall be forfeited if the bidder fails to enter into a contract
pursuant to N.J.S.A. 40A:11-21.

Failure to submit a bid guarantee shall result in rejection of the bid.

CONSENT OF SURETY

Bidder shall submit with the bid a Certificate (Consent of Surety) with Power of Attorney for full amount of
bid price from a Surety Company authorized to do business in the State of New Jersey and acceptable to the
City stating that it will provide said bidder with a Performance Bond in the full amount of the bid. This
certificate shall be obtained in order to confirm that the bidder to whom the contract is awarded will furnish
Performance and Payment Bonds from an acceptable surety company on behalf of said bidder, any or all
subcontractors or by each respective subcontractor or by any combination thereof which results in
performance security equal to the total amount of the contract, pursuant to N.J.S.A. 40A:11-22.

Failure to submit a consent of surety shall result in rejection of the bid.
PERFORMANCE BOND

Successful bidder shall simultaneously with the delivery of the executed contract, submit an executed bond
in the amount of one hundred percent (100%) of the acceptable bid as security for the faithful performance
of this contract.

The performance bond provided shall not be released until final acceptance of the whole work and then only
if any liens or claims have been satisfied. The surety on such bond or bonds shall be a duly authorized
surety company authorized to do business in the State of New Jersey pursuant to N.J.S.A. 17:31-5.

Failure to submit this with the executed contract shall be cause for declaring the contract null and void
pursuant to N.J.S.A. 40A:11-22.

D. LABOR AND MATERIAL (PAYMENT) BOND

Bidder shall with the delivery of the performance bond submit an executed payment bond to guarantee
payment to laborers and suppliers for the labor and material used in the work performed under the contract.

Failure to submit a labor and material bond with the performance bond shall be cause for declaring the
contract null and void.



E. MAINTENANCE BOND

Upon acceptance of the work by the City, the contractor shall submit a maintenance bond (N.J.S.A. 40A:11-
16.3) in an amount not to exceed 100% of the project costs guaranteeing against defective quality of work
or materials for the period of:

1 year
2 years

III. INTERPRETATION AND ADDENDA

A. The bidder understands and agrees that its bid is submitted on the basis of the specifications prepared by the

City. The bidder accepts the obligation to become familiar with these specifications.

. Bidders are expected to examine the specifications and related bid documents with care and observe all their

requirements. Ambiguities, errors or omissions noted by bidders should be promptly reported in writing to
the Purchasing Agent. Any prospective bidder who wishes to challenge a bid specification shall file such
challenges in writing with the contracting agent no less than three business days prior to the opening of the
bids. Challenges filed after that time shall be considered void and having no impact on the contracting unit
or the award of a contract pursuant to N.J.S.A. 40A:11-13. In the event the bidder fails to notify the City of
such ambiguities, errors or omissions, the bidder shall be bound by the requirements of the specifications
and the bidder’s submitted bid.

. No oral interpretation and or clarification of the meaning of the specifications for any goods and services

will be made to any bidder. Such request shall be in writing, addressed to the Purchasing Agent. In order to
be given consideration, a written request must be received at least ten (10) business days prior to the date
fixed for the opening of the bid for goods and services.

All interpretations, clarifications and any supplemental instructions will be in the form of written addenda to
the specifications, and will be distributed to all prospective bidders. All addenda so issued shall become part
of the specification and bid documents, and shall be acknowledged by the bidder in the bid. The City’s
interpretations or corrections thereof shall be final.

When issuing addenda, the City shall provide required notice prior to the official receipt of bids to any
person who has submitted a bid or who has received a bid package pursuant to N.J.S.A. 40A:11-23c.1.

D. Discrepancies in Bids

1. Ditto marks are not considered writing or printing and shall not be used.

2. In the event that there is a discrepancy between the unit prices and the extended totals, the unit  prices
shall prevail. In the event there is an error of the summation of the extended totals, the =~ computation
by the City of the extended totals shall govern.

E. Pre-Bid Conference

If stated in the Notice to Bidders:
A Pre-Bid Conference is not required for this bid.

A pre-bid conference for this proposal will be held on
Attendance is not mandatory, but is strongly recommended. Failure to attend does not relieve the bidder of
any obligations or requirements.




IV. BRAND NAMES, STANDARDS OF QUALITY AND PERFORMANCE

A.

Brand names and/or descriptions used in these specifications are to acquaint bidders with the types of goods
and services desired and will be used as a standard by which goods and services offered as equivalent will
be evaluated.

. Variations between the goods and services described and the goods and services offered are to be fully

identified and described by the bidder on a separate sheet and submitted with the bid proposal form. Vendor
literature WILL NOT suffice in explaining exceptions to these specifications. In the absence of any
exceptions by the bidder, it will be presumed and required that the goods and services as described in the bid
specification be provided or performed.

It is the responsibility of the bidder to document and/or demonstrate the equivalency of the goods and
services offered. The City reserves the right to evaluate the equivalency of the goods and services.

In submitting its bid, the bidder certifies that the goods and services to be furnished will not infringe upon
any valid patent or trademark and that the successful bidder shall, at its own expense, defend any and all
actions or suits charging such infringement, and will save the City harmless from any damages resulting
from such infringement.

Only manufactured and farm products of the United States, wherever available, shall be used pursuant to
N.J.S.A. 40A:11-18.

The contractor shall guarantee any or all goods and services supplied under these specifications. Defective

or inferior goods shall be replaced at the expense of the contractor. The contractor will be responsible for
return freight or restocking charges.

INSURANCE AND INDEMNIFICATION
The insurance documents as listed below shall include but are not limited to the following coverage’s.
(where insurance requirements are listed under other sections of these specifications, the higher limits
will prevail.)
A. INSURANCE REQUIREMENTS
1. Worker's Compensation Insurance
Workers Compensation insurance shall be maintained in full force during the life of the contract,
covering all employees engaged in performance of the contract pursuant to N.J.S.A. 34:15-12(a) and
N.J.A.C. 12:235-1.6. Statutory Limit for Workers’ Compensation and $500,000 for Employer’s
Liability.
2. General Liability Insurance
General liability insurance shall be provided with limits of not less than $1,000,000 any one person/any
one accident for bodily injury and property damage and $3,000,000 aggregate, and shall be maintained
in full force during the life of the contract.
3. Automobile Liability Insurance
Automobile liability insurance covering contractor for claims arising from owned, hired and non-owned
vehicles with limits of not less than $1,000,000 any one person / any one accident for bodily injury

and property damage, and shall be maintained in full force during the life of the contract.

4. Other Forms of Insurance Required



B. CERTIFICATES OF THE REQUIRED INSURANCE

Certificates of Insurance for those policies required above shall be submitted with the contract. Such
coverage shall be with an insurance company authorized to do business in the State of New Jersey and shall
name the City of Vineland as an additional insured.

Self-insured contractors shall submit an affidavit attesting to their self-insured coverage and shall name the
City of Vineland as an additional insured.

C. INDEMNIFICATION

Bidder shall indemnify and hold harmless the City of Vineland from all claims, suits or actions, and
damages or costs of every name and description to which the City of Vineland may be subjected or put by
reason of injury to the person or property of another, or the property of the City of Vineland resulting from
negligent acts or omissions on the part of the contractor, the contractor's agents, servants or subcontractors
in the delivery of goods and services, or in the performance of the work under the contract.

VI. PRICING INFORMATION FOR PREPARATION OF BIDS

A. The City of Vineland is exempt from any local, state or federal sales, use or excise tax.

B.

Estimated Quantities (Open-End Contracts): The City has attempted to identify the item(s) and the estimated
amounts of each item bid to cover its requirements; however, past experience shows that the amount ordered
may be different than that submitted for bidding. The right is reserved to decrease or increase the quantities
specified in the specifications pursuant to N.J.A.C. 5:30-11.2 and 11.10. NO MINIMUM PURCHASE IS
IMPLIED OR GUARANTEED.

. Contractor shall be responsible for obtaining any applicable permits or licenses from any government entity

that has jurisdiction to require the same. All bids submitted shall have included this cost.

. Bidders shall insert prices for furnishing goods and services required by these specifications. Prices shall be

net, including any charges for packing, crating, containers, etc. All transportation charges shall be fully
prepaid by the contractor, F.O.B. destination and placement at locations specified by the City. As specified,
placement may require inside deliveries. No additional charges will be allowed for any transportation costs
resulting from partial shipments made for the contractor's convenience.

. No bidder will be allowed to offer more than one price on each item even though he/she may feel that he has

two (2) or more types/products that will meet the specifications. Bidders must determine for themselves
which type/product to offer. If said bidder should submit more than one price on any item, all prices for the
item shall be rejected.



VII. STATUTORY AND OTHER REQUIREMENTS

The following are mandatory requirements of this bid and contract.

A. MANDATORY AFFIRMATIVE ACTION CERTIFICATION

No firm may be issued a contract unless it complies with the affirmative action provisions of N.J.S.A. 10:5-
31 et seq. and N.J.A.C. 17:27-1 et seq. The following information summarizes the full, required regulatory
text, which is included as Exhibit A of this bid specification.

1. Goods and Services (including professional services) Contracts

Each contractor shall submit to the public agency, after notification of award but prior to execution of a
goods and services contract, one of the following three documents:

i. A photocopy of a valid letter that the contractor is operating under an existing
Federally approved or sanctioned affirmative action program (good for one year
from the date of the letter); or

ii. A photocopy of a Certificate of Employee Information Report approval, issued
in accordance with N.J.A.C. 17:27-4; or

iii. A photocopy of an Employee Information Report (Form AA 302) provided by
the Division and distributed to the public agency to be completed by the
contractor in accordance with N.J.A.C. 17:27-4.

2. Maintenance/Construction Contracts

After notification of award, but prior to signing the contract, the contractor shall submit to the public agency
compliance officer and the Division of Contract Compliance and Equal Employment Opportunity in Public
Contracts (Division) an initial project workforce report (Form AA201) provided to the public agency by the
Division for distribution to and completion by the contractor, in accordance with N.J.A.C. 17:27-7.

The contractor shall also submit a copy of the Monthly Project Workforce Report once a month thereafter
for the duration of the contract to the Division and to the public agency compliance officer. The contractor
shall also cooperate with the public agency in the payment of budgeted funds, as is necessary, for on-the job
and/or off-the-job programs for outreach and training of minorities and women.

B. AMERICANS WITH DISABILITIES ACT OF 1990

C.

Discrimination on the basis of disability in contracting for the purchase of goods and services is prohibited.
Bidders are required to read Americans with Disabilities language that is included as Appendix A of this
specification and agree that the provisions of Title II of the Act are made a part of the contract. The
contractor is obligated to comply with the Act and to hold the City harmless.

STOCKHOLDER DISCLOSURE

N.J.S.A. 52:25-24.2 provides that no corporation, partnership, limited partnership, limited liability
corporation, limited liability partnership, Subchapter S corporation or sole proprietorship, shall be awarded
any contract for the performance of any work or the furnishing of any goods and services, unless, prior to
the receipt of the bid or accompanying the bid of said corporation, partnership, limited partnership, limited
liability corporation, limited liability partnership, Subchapter S corporation or sole proprietorship, bidders
shall submit a statement setting forth the names and addresses of all stockholders in the corporation or
partnership who own (10%) ten percent or more of its stock of any class, or of all individual partners in the



partnership who own a ten percent or greater interest therein. The included Statement of ownership shall be
completed and attached to the bid proposal. This requirement applies to all forms of corporations and
partnerships, including, but not limited to, limited partnerships, limited liability corporations, limited
liability partnerships and Subchapter S corporations. Failure to submit a stockholder disclosure document
shall result in rejection of the bid.

D. PROOF OF BUSINESS REGISTRATION

N.J.S.A. 52:32-44 requires that each bidder (contractor) submit proof of business registration. Certificate
must be submitted prior to award of the contract and the bidder had to have obtained the BRC prior
to receipt of bids. A BRC is obtained from the New Jersey Division of Revenue. Information on
obtaining a BRC is available on the internet at www.nj.gov/njbgs or by phone at (609) 292-1730. N.J.S.A.
52:32-44 imposes the following requirements on contractors and all subcontractors that knowingly provide
goods or perform services for a contractor fulfilling this contract:
1) The contractor shall provide written notice to its subcontractors and suppliers to submit proof of
business registration to the contractor;
2) Prior to receipt of final payment from a contracting agency, a contractor must submit to the
contacting agency an accurate list of all subcontractors or attest that none was used;
3) During the term of this contract, the contractor and its affiliates shall collect and remit, and shall
notify all subcontractors and their affiliates that they must collect and remit to the Director, New
Jersey Division of Taxation, the use tax due pursuant to the Sales and Use Tax Act, (N.J.S.A.
54:32B-1 et seq.) on all sales of tangible personal property delivered into this State.

A contractor, subcontractor or supplier who fails to provide proof of business registration or provides false
business registration information shall be liable to a penalty of $25 for each day of violation, not to exceed
$50,000 for each business registration not properly provided or maintained under a contract with a
contracting agency. Information on the law and its requirements is available by calling (609) 292-1730.

If boxes of the following items are checked, they are mandatory requirements of the bid proposal and
contract.

X|] E.NEWJERSEY WORKER AND COMMUNITY RIGHT TO KNOW ACT

The manufacturer or supplier of chemical substances or mixtures shall label them in accordance with the
N.J. Worker and Community Right to Know Law (N.J.S.A. 34:5A-1 et seq., and N.J.A.C 8:59-2 et seq.,).
Containers that the law and rules require to be labeled shall show the Chemical Abstracts Service number of
all the components and the chemical name. Further, all applicable Material Safety Data Sheets (MSDS) -
hazardous substance fact sheet - must be furnished.

. F. PREVAILING WAGE ACT

Pursuant to N.J.S.A. 34:11-56.25 et seq., contractors on projects for public work shall adhere to all
requirements of the New Jersey Prevailing Wage Act. The contractor shall be required to submit a certified
payroll record to the City within ten (10) days of the payment of the wages. The contractor is also
responsible for obtaining and submitting all subcontractors' certified payroll records within the
aforementioned time period. The contractor shall submit said certified payrolls in the form set forth in
N.J.A.C. 12:60-6.1(c). It is the contractor's responsibility to obtain any additional copies of the certified
payroll form to be submitted by contacting the New Jersey Department of Labor and Workforce
Development, Division of Workplace Standards. Bidders are cautioned to take into consideration statutory
legal requirements, particularly, the payment of prevailing wages. It is Bidder’s sole responsibility for
determining the correct labor classification(s) and paying the correct and proper wage and benefits and it is
imperative that the Contractor familiarize itself with the current wage and benefit rates before submitting
bids based on these specifications. NOTE: Additional information and current wage rates are available
at: http://Iwd.state.nj.us/labor/wagehour/wagehour index.html.
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G. THE PUBLIC WORKS CONTRACTOR REGISTRATION ACT

N.J.S.A. 34:11-56.48 et seq. requires that a general or prime contractor and any listed subcontractors named
in the contractor’s bid proposal shall possess a certificate at the time the bid proposal is submitted. After
bid proposals are received and prior to award of contract, the successful contractor shall submit a copy of
the contractor’s certification along with those of all listed subcontractors. All non-listed subcontractors and
lower tier sub-subcontractors shall be registered prior to starting work on the project. It is the general
contractor’s responsibility that all non-listed sub-contractors at any tier have their certificate prior to starting
work on the job.

Under the law a “contractor” is “a person, partnership, association, joint stock company, trust, corporation
or other legal business entity or successor thereof who enters into a contract” which is subject to the
provisions of the New Jersey Prevailing Wage Act [N.J.S.A. 34:11-56.25, et seq.] It applies to contractors
based in New Jersey or in another state.

The law defines “public works projects” as contracts for "public work" as defined in the Prevailing Wage
statute [N.J.S.A. 34:11-56.26(5)]. The term means:

e “Construction, reconstruction, demolition, alteration, or repair work, or
maintenance work, including painting and decorating, done under contract and paid
for in whole or in part out of the funds of a public body, except work performed
under a rehabilitation program.

e "Public work" shall also mean construction, reconstruction, demolition, alteration,
or repair work, done on any property or premises, whether or not the work is paid
for from public funds...”

e “Maintenance work" means the repair of existing facilities when the size, type or
extent of such facilities is not thereby changed or increased. While “maintenance”
includes painting and decorating and is covered under the law, it does not include
work such as routine landscape maintenance or janitorial services.

To register, a contractor must provide the State Department of Labor with a full and accurately
completed application form. The form is available online at
http://Iwd.state.nj.us/labor/wagehour/regperm/pw_cont reg.html

N.J.S.A. 34:11-56.55 specifically prohibits accepting applications for registration as a substitute for
a certificate of registration.

H. NON-COLLUSION AFFIDAVIT (Not Applicable)

The Affidavit shall be properly executed and submitted with the bid proposal.
I. PAY TO PLAY

Starting in January, 2007, business entities are advised of their responsibility to file an annual disclosure
statement of political contributions with the New Jersey Election Law Enforcement Commission (ELEC)
pursuant to N.J.S.A. 19:44A-20.27 if they receive contracts in excess of $50,000 from public entities in a
calendar year.

Business entities are responsible for determining if filing is necessary. Additional information on this
requirement is available from ELEC at 888-313-3532 or at www.elec.state.nj.us.



http://lwd.state.nj.us/labor/wagehour/regperm/pw_cont_reg.html
http://www.elec.state.nj.us/

NJ ONE CALL

By presenting a bid, contractor declares that he is aware of and, if required, will comply with the
requirements of the “Underground Facility Protection Act (Public Law 1994, Chapter 118)” prior to
commencing any intended excavation. The telephone number to call is 1-800-272-1000. The successful
bidder will be required to show compliance with the requirement by submitting to the appropriate project
coordinator the confirmation number obtained from ONE-CALL before any excavation is undertaken.

VIII. METHOD OF CONTRACT AWARD

A.

The length of the contract shall be stated in the technical specifications. Pursuant to requirements of
N.J.A.C. 5:30-5.1 et seq., any contract resulting from this bid shall be subject to the availability and
appropriation of sufficient funds annually. Please see Section X, Termination of Contract, Sub-section E,
for additional information.

If the award is to be made on the basis of a base bid only, it shall be made to that responsible bidder
submitting the lowest base bid.

If the award is to be made on the basis of a combination of a base bid with selected options, it shall be made
to that responsible bidder submitting the lowest net bid.

The City may also elect to award the contract on the basis of unit prices.

The form of contract shall be submitted by the City to the successful bidder. Terms of the specifications/bid
package prevail. Bidder exceptions must be formally accepted by the City.

IX. CAUSES FOR REJECTING BIDS

Bids may be rejected for any of the following reasons:

A.

B.

All bids pursuant to N.J.S.A. 40A:11-13.2;

If more than one bid is received from an individual, firm or partnership, corporation or association under
the same name;

Multiple bids from an agent representing competing bidders;
The bid is inappropriately unbalanced;
The bidder is determined to possess, pursuant to N.J.S.A. 40A:11-4b, Prior Negative Experience; or,
If the successful bidder fails to enter into a contract within 21 days, Sundays and holidays excepted, or as
otherwise agreed upon by the parties to the contract. In this case at its option, the City may accept the bid
of the next lowest responsible bidder. (N.J.S.A. 40A:11-24b)
TERMINATION OF CONTRACT
If, through any cause, the contractor shall fail to fulfill in a timely and proper manner obligations under the
contract or if the contractor shall violate any of the requirements of the contract, the City shall there upon

have the right to terminate the contract by giving written notice to the contractor of such termination and
specifying the effective date of termination. Such termination shall relieve the City of any obligation for



balances to the contractor of any sum or sums set forth in the contract. City will pay only for goods and
services accepted prior to termination.

B. Notwithstanding the above, the contractor shall not be relieved of liability to the City for damages sustained
by the City by virtue of any breach of the contract by the contractor and the City may withhold any
payments to the contractor for the purpose of compensation until such time as the exact amount of the
damage due the City from the contractor is determined.

C. The contractor agrees to indemnify and hold the City harmless from any liability to subcontractors/suppliers
concerning payment for work performed or goods supplied arising out of the lawful termination of the
contract by the City under this provision.

D. In case of default by the contractor, the City may procure the goods or services from other sources and hold
the contractor responsible for any excess cost.

E. Continuation of the terms of the contract beyond the fiscal year is contingent on availability of funds in the
following year's budget. In the event of unavailability of such funds, the City reserves the right to cancel the
contract.

F. ACQUISITION, MERGER, SALE AND/OR TRANSFER OF BUSINESS, ETC.

It is understood by all parties that if, during the life of the contract, the contractor disposes of his/her
business concern by acquisition, merger, sale and or/transfer or by any means convey his/her interest(s) to
another party, all obligations are transferred to that new party. In this event, the new City(s) will be required
to submit all documentation/legal instruments that were required in the original bid/contract. Any change
shall be approved by the City.

G. The contractor will not assign any interest in the contract and shall not transfer any interest in the same
without the prior written consent of the City.

H. The City may terminate the contract for convenience by providing 60 calendar days advanced notice to the
contractor.

XI. PAYMENT

A. No payment will be made unless duly authorized by the City’s authorized representative and accompanied
by proper documentation.

B. Payment will be made in accordance with the City’s policy and procedures.
XII. W-9
A. The bidder shall complete a W-9 form and submit it to the City of Vineland Purchasing Department prior to

contract award. This form is available at the following link:
http://www.irs.gov/pub/irs-pdf/fw9.pdf?portlet=3

XIII. Contract Records

As per N.J.A.C. 17:44-2.2 Vendor shall maintain all documentation related to products, transactions or
services under this contract for a period of five years from the date of final payment. Such records
shall be made available to the New Jersey Office of the State Comptroller upon request.


http://www.irs.gov/pub/irs-pdf/fw9.pdf?portlet=3

EXHIBIT A

MANDATORY EQUAL EMPLOYMENT OPPORTUNITY LANGUAGE
N.J.S.A. 10:5-31 et seq. (P.L. 1975, c. 127)
N.J.A.C. 17:27 et seq.

GOODS, GENERAL SERVICE AND PROFESSIONAL SERVICES CONTRACTS
During the performance of this contract, the contractor agrees as follows:

The contractor or subcontractor, where applicable, will not discriminate against any
employee or applicant for employment because of age, race, creed, color, national origin,
ancestry, marital status, affectional or sexual orientation, gender identity or expression, disability,
nationality or sex. Except with respect to affectional or sexual orientation and gender identity or
expression, the contractor will ensure that equal employment opportunity is afforded to such
applicants in recruitment and employment, and that employees are treated during employment,
without regard to their age, race, creed, color, national origin, ancestry, marital status, affectional
or sexual orientation, gender identity or expression, disability, nationality or sex. Such equal
employment opportunity shall include, but not be limited to the following: employment, upgrading,
demotion, or transfer; recruitment or recruitment advertising; layoff or termination; rates of pay or
other forms of compensation; and selection for training, including apprenticeship. The contractor
agrees to post in conspicuous places, available to employees and applicants for employment,
notices to be provided by the Public Agency Compliance Officer setting forth provisions of this
nondiscrimination clause.

The contractor or subcontractor, where applicable will, in all solicitations or advertisements
for employees placed by or on behalf of the contractor, state that all qualified applicants will
receive consideration for employment without regard to age, race, creed, color, national origin,
ancestry, marital status, affectional or sexual orientation, gender identity or expression, disability,
nationality or sex.

The contractor or subcontractor will send to each labor union, with which it has a collective
bargaining agreement, a notice, to be provided by the agency contracting officer, advising the
labor union of the contractor's commitments under this chapter and shall post copies of the notice
in conspicuous places available to employees and applicants for employment.

The contractor or subcontractor, where applicable, agrees to comply with any regulations
promulgated by the Treasurer pursuant to N.J.S.A. 10:5-31 et seq., as amended and
supplemented from time to time and the Americans with Disabilities Act.

The contractor or subcontractor agrees to make good faith efforts to meet targeted county
employment goals established in accordance with N.J.A.C. 17:27-5.2.

The contractor or subcontractor agrees to inform in writing its appropriate recruitment
agencies including, but not limited to, employment agencies, placement bureaus, colleges,
universities, and labor unions, that it does not discriminate on the basis of age, race, creed, color,
national origin, ancestry, marital status, affectional or sexual orientation, gender identity or
expression, disability, nationality or sex, and that it will discontinue the use of any recruitment
agency which engages in direct or indirect discriminatory practices.



The contractor or subcontractor agrees to revise any of its testing procedures, if
necessary, to assure that all personnel testing conforms with the principles of job related testing,
as established by the statutes and court decisions of the State of New Jersey and as established
by applicable Federal law and applicable Federal court decisions.

In conforming with the targeted employment goals, the contractor or subcontractor agrees
to review all procedures relating to transfer, upgrading, downgrading and layoff to ensure that all
such actions are taken without regard to age, race, creed, color, national origin, ancestry, marital
status, affectional or sexual orientation, gender identity or expression, disability, nationality or sex,
consistent with the statutes and court decisions of the State of New Jersey, and applicable Federal
law and applicable Federal court decisions.

The contractor shall submit to the public agency, after notification of award but prior to
execution of a goods and services contract, one of the following three documents:

Letter of Federal Affirmative Action Plan Approval;
Certificate of Employee Information Report; or
Employee Information Report Form AA302 (electronically provided by the Division and

distributed to the public agency through the Division’s website at
http://www.state.nj.us/treasury/contract compliance).

The contractor and its subcontractors shall furnish such reports or other documents to the
Division of Purchase an Property, CCAU, EEO Monitoring Program as may be requested by the
office from time to time in order to carry out the purposes of these regulations, and public agencies
shall furnish such information as may be requested by the Division of Purchase an Property,
CCAU, EEO Monitoring Program for conducting a compliance investigation pursuant to N.J.A.C.
17:27-1 et seq.


http://www.state.nj.us/treasury/contract_compliance

AMERICANS WITH DISABILITIES ACT OF
1990

Equal Opportunity for Individuals with
Disability

The contractor and the City of Vineland, (hereafter “City”) do hereby agree that the provisions of
Title 11 of the Americans with Disabilities Act of 1990 (the "Act") (42 U.S.C. SJ 21 01 et seq.),
which prohibits discrimination on the basis of disability by public entities in all services, programs,
and activities provided or made available by public entities, and the rules and regulations
promulgated pursuant there unto, are made a part of this contract. In providing any aid, benefit, or
service on behalf of the City pursuant to this contract, the contractor agrees that the performance
shall be in strict compliance with the Act. In the event that the contractor, its agents, servants,
employees, or subcontractors violate or are alleged to have violated the Act during the performance
of this contract, the contractor shall defend the City in any action or administrative proceeding
commenced pursuant to this Act. The contractor shall indemnify, protect, and save harmless the
City, its agents, servants, and employees from and against any and all suits, claims, losses,
demands, or damages, of whatever kind or nature arising out of or claimed to arise out of the
alleged violation. The contractor shall, at its own expense, appear, defend, and pay any and all
charges for legal services and any and all costs and other expenses arising from such action or
administrative proceeding or incurred in connection therewith. In any and all complaints brought
pursuant to the City's grievance procedure, the contractor agrees to abide by any decision of the
City which is rendered pursuant to said grievance procedure. If any action or administrative
proceeding results in an award of damages against the City, or if the City incurs any expense to
cure a violation of the ADA which has been brought pursuant to its grievance procedure, the
contractor shall satisfy and discharge the same at its own expense.

The City shall, as soon as practicable after a claim has been made against it, give written notice
thereof to the contractor along with full and complete particulars of the claim, if any action or
administrative proceeding is brought against the City or any of its agents, servants, and
employees, the City shall expeditiously forward or have forwarded to the contractor every
demand, complaint, notice, summons, pleading, or other process received by the City or its
representatives.

It is expressly agreed and understood that any approval by the City of the services provided by
the contractor pursuant to this contract will not relieve the contractor of the obligation to comply
with the Act and to defend, indemnify, protect, and save harmless the City pursuant to this
paragraph.

It is further agreed and understood that the City assumes no obligation to indemnify or save
harmless the contractor, its agents, servants, employees and subcontractors for any claim which
may arise out of their performance of this Agreement. Furthermore, the contractor expressly
understands and agrees that the provisions of this indemnification clause shall in no way limit the
contractor's obligations assumed in this Agreement, nor shall they be construed to relieve the
contractor from any liability, nor preclude the City from taking any other actions available to it under
any other provisions of the Agreement or otherwise at law.



NEW JERSEY ANTI-DISCRIMINATION PROVISIONS
NJ.S.A.10:2-1 ET SEQ.

Pursuant to NJ.S.A. 10:2-1, if awarded a contract, the contractor agrees that:

A. Inthe hiring of persons forthe performance of work under this contractor any subcontract hereunder,
or for the procurement, manufacture, assembling or furnishing of anysuch materials, equipment,
supplies or services to be acquired under this contract, no contractor, norany person actingon
behalf of such contractor or subcontractor, shall, by reason of race, creed, color, national origin,
ancestry, marital status, gender identity or expression, affectional or sexual orientation or sex,
discriminate against any person who is qualified and available to perform the work to which the
employment relates;

B. No contractor, subcontractor, nor any person on his behalf shall, in any manner, discriminateagainst
orintimidate any employee engaged in the performance ofwork under this contract or any subcontract
hereunder, or engaged in the procurement, manufacture, assembling or furnishing of any such
materials, equipment, supplies or services to be acquired under such contract, on account of race,
creed, color, national origin, ancestry, marital status, gender identity or expression, affectional or
sexual orientation or sex;

C. There may be deducted from the amount payable to the contractor by the contracting public agency,
under this contract, a penalty of $50.00 for each person for each calendar day during which such
person is discriminated against or intimidated in violation of the provisions of the contract; and

D. This contract may be canceled or terminated by the contracting public agency, and all money due
or to become due hereunder may be forfeited, for any violation of this section of the contract occurring
after notice to the contractor from the contracting public agency of any prior violation of this section of
thecontract.



City of Vineland
Revised Contract Language for BRC Compliance
Goods and Services Contracts (including Purchase Orders)

*Construction Contracts (including Public Works related Purchase Orders)

N.J.S.A. 52:32-44 imposes the following requirements on contractors and all subcontractors that knowingly provide
goods or perform services for a contractor fulfilling this contract:

1.

2.

The contractor shall provide written notice to its subcontractors and suppliers to submit proof of business
registration to the contractor;

Subcontractors through all tiers of a project must provide written notice to their subcontractors and suppliers
to submit proof of business registration and subcontractors shall collect such proofs of business registration
and maintain them on file;

Prior to receipt of final payment from a contracting agency, a contractor must submit to the contracting
agency an accurate list of all subcontractors and suppliers or attest that none was used;

During the term of this contract, the contractor and its affiliates shall collect and remit and shall notify all
subcontractors and their affiliates that they must collect and remit to the Director, New Jersey Division of
Taxation, the use tax due pursuant to the Sales and Use Tax Act, (N.J.S.A. 54:32B-1 et seq.) on all sale of
tangible personal property delivered into this State.

Pursuant to J.J.S.A. 54:49-4.1, a business organization that fails to provide a copy of a business registration as
required, or that provides false business registration information, shall be liable for a penalty of $25 for each day of
violation, not to exceed $50,000, for each proof of business registration not properly provided under a contract with a
contracting agency. Information on the law and its requirements is available by calling (609) 292-9292.



NEW JERSEY BUSINESS REGISTRATION

Pursuant to P.L. 2004, ¢.57, all consultants (both in-state and out-of-state) must obtain a Business Registration
Certificate (BRC) from the New Jersey Department of the Treasury, Division of Revenue prior to conducting business
with the NJTPA. A consultant or sub-consultant who fails to submit a copy of a valid BRC in accordance with the
statue will be held liable for monetary penalties in accordance with N.J.S.A. 54:49-4.1. Questions regarding how to
obtain a BRC can be directed to the New Jersey Division of Revenue at (609) 292-1730. The business registration
form (Form NJ-REG) can be found online at:

http://www.state.nj.us/treasury/revenue/busregcert.shtml or

http://www.state.nj.us/treasury/revenue/gettingregistered.shtml

Sample New Jersey Registration Certificates:

R R I =] () 00 R O R e e ey
STATE OF NEW JERSEY ol & ;

BUSINESS REGISTRATION CERTIFICATE DEPARTMENT OF TREASURY/ 6
DIVISION OF REVENUVE

PO BOX 252
TRENTON, N J 08646-0252

i’ W SOOLLBTODCELIL,
TRADE NAME:

TAXPAYER NAME:

TAXPAYER IDENTIFICATION#: SEQUENCE NUMBER:

ADDRESS: ISSUANCE DATE:

EFFECTIVE DATE:

Director
It must be conspicuouslyl displayed

FORM-BRC(08-01)

L s e Y

STATE OF NEW JERSEY
BUSINESS REGISTRATION CERTIFICATE

Taxpayer Name: TAX REG TEST ACCOUNT
Trade Name:

Address: 847 ROEBLING AVE
TRENTON, NJ 08611

Certificate Number: 1093907

Date of Issuance: October 14, 2004

For Office Use Only:

20041014112823533



http://www.state.nj.us/treasury/revenue/busregcert.shtml
http://www.state.nj.us/treasury/revenue/gettingregistered.shtml
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Vineland Municipal Electric Utility Rigging, Motor Overhaul, and Support Services Specification

PART 1 - General
1.1. Scope of Work

A.

VMEU is preparing for an overhaul of the existing gas compressor and motor located in
the fuel gas compressor enclosure at the Clayville Generating Station.

The gas compressor and motor must be removed from the existing skid, serviced, and
reinstalled. The successful bidder will be responsible for providing all services necessary
to perform this work (excluding the compressor system disassembly, compressor
overhaul, and compressor transportation).

The Gas Compressor overhaul will be performed by the manufacturer (Kobelco). The
contractor is responsible for the removal of the compressor and loading the compressor
for shipment. Kobelco will have a crew of millwrights for disassembly of the compressor
system on-site.

The Gas Compressor will be returned to the site when service is complete. The
contractor is responsible for unloading and placement of the compressor.

The Gas Compressor Motor overhaul, inspection, and test will be performed by the
VMEU approved, NETA-accredited testing organization. The successful bidder is
responsible for the removal of the motor, preparing it for shipment, loading the motor
for shipment, motor transportation, and ultimately for the test and maintenance of the
motor within the guidelines provided here within.

The successful bidder will be responsible for the transportation of the gas compressor
motor back to the site when the service is complete. The contractor is responsible for
the unloading and reinstallation of the compressor motor and all the system and
components previously removed to restore the compressor to a complete and working
state.

In the case of a conflict between manufacturer's written instructions and this section,
manufacturer's instructions shall govern.

Contractor is responsible for providing all rigging work associated with reinstalling
equipment whether or not it is specifically addressed below.

Specific details for the entire scope of work are provided in this specification and
attachments.

This project is set to be performed during an outage occurring October 2026 through
November 2026. Preparation work and finish work may be performed outside of the
outage period with VMEU's approval and coordination.

1.2. Summary

A.

Section Includes:
i. Modification of selected elements.

ii. Removal and Reinstallation of selected elements

GAS COMPRESSORS 431201-2



Vineland Municipal Electric Utility Rigging, Motor Overhaul, and Support Services Specification

1.3. Definitions

A.

Modification: Detach items from existing construction in a manner that prevents
damage. Dispose of them off-site. Install new work as shown on drawings.

Remove and Reinstall: Detach items from existing construction in a manner to prevent
damage to the items and to elements which are Existing to Remain. Prepare for reuse
and reinstall where indicated.

Existing to Remain: Leave existing items that are not otherwise indicated to be removed,
salvaged, or reinstalled.

1.4. Materials Ownership

A.

Unless otherwise indicated, waste becomes the property of the Contractor.

1.5. Preparatory Meetings

A.

Preparatory Conference: Conduct a conference at Project site with accommodations for
virtual meeting participation.

i. Inspect and discuss the condition of the gas compressor enclosure and equipment
contained therein.

ii. Review structural load limitations of existing structure (no loads may be rigged from
the building structure).

iii. Review and finalize schedule and verify availability of materials, personnel,
equipment, and facilities needed to perform the work and avoid delays.

iv. Review requirements and sequence of work performed by all trades including but
not limited to mechanical, electrical, and millwrighting.

v. Review areas where existing construction is to remain and requires protection.
vi. Discuss the method of rigging the gas compressor and the compressor motor.

vii. ldentify any deviations from the specified scope of removal and reinstallation.

1.6. Informational Submittals

A.

Proposed Protection Measures: Submit a report, including Drawings, that indicate the
measures proposed for protecting individuals, property, and environmental
considerations. Indicate proposed locations and types of barriers required.

Schedule: Indicate the following

i. Detailed sequence of the work, with starting and ending dates for each activity.
Ensure Owner's on-site operations are not interrupted.

ii. Duration of interruptions to utility services.

iii. Coordination for preparatory activities including but not limited to Lock-Out Tag-Out
and Natural Gas System purges (Completed by VMEU).

iv. Coordination of Owner's continued occupancy and or use of the premises both in
and away from the work area.

Photographs or Video: Show existing conditions of elements which are Existing to
Remain and elements which are to be Removed and Reinstalled and any elements which

GAS COMPRESSORS 431201-3
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are being modified. Submit before Work begins.
Contractor shall submit operations/work and commissioning plans.

Changes to Scope: Identify any deviations from the specified scope of removal and
reinstallation.

Rigging Plans: Contractor shall submit rigging plans for the compressor and motor and
any other load over 10,0001b.

Contractor shall submit on method for capping, storage and blankets as needed.
Submittal shall include the products proposed and their installation methods at a
minimum.

1.7. Closeout Submittals

A.

Inventory: Submit a list of items that have been modified and a list of items which have
been removed and re-installed.

Contractor redline shall be provided documenting any deviations from the design
documents.

1.8. Field Conditions

A.

Equipment will remain in place immediately adjacent to work area and other equipment
on the property will remain in service during the work. Conduct the work so Owner's
operations will not be disrupted.

Conditions existing at time of inspection for bidding purpose will be maintained by
Owner as far as practical.

i. Before the work begins, the Owner will remove the following items:
a. Loose equipment stored within the area of work.

Notify Owner of discrepancies between existing conditions and Drawings before
proceeding with the work.

Hazardous Materials: It is not expected that hazardous materials will be encountered in
the Work.

Should contractor’s equipment need to stay on site, contractor shall advise the footprint
or space requirements needed.

Utility Service: Maintain existing utilities that are to remain in service and protect them
against damage for the duration of the work.

i. Maintain fire-protection facilities in service during the work.

ii. Utilities and systems that are not specifically part of the scope of work shall not be
disturbed.

1.9. Coordination

A.

Arrange schedule so as not to interfere with Owner's operations.

GAS COMPRESSORS 431201-4
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1.10. Reference

Compressor Building Arrangement & Motor Disconnections Reference (Attachment 1)
Kobelco Mechanical Drawings P&ID ES-469 (Attachment 2)

Gas Compressor Enclosure Enlargement & Section (Attachment 3)

Gas Compressor Enclosure Plan and Elevations (Attachment 4)

Compressor Skid General Arrangement (Attachment 5)

Siemens Motor Outline (Attachment 6)

Kobelco Gas Compressor ES-469 Drawing (Attachment 7)

T o m mo o w P>

Kobelco Compressor Lifting Standard (Attachment 8)

Interconnect Wiring Diagram Gas Compressor (Attachment 9)

J. Gas Compressor Soft-Starter Elementary (Attachment 10)

PART 2 - Specification

2.1. Performance Requirements

A. Regulatory Requirements: Comply with governing EPA notification regulations before
beginning the work. Comply with hauling and disposal regulations of authorities having
jurisdiction.

B. Standards: Comply with NFPA 241 and relevant parts of OSHA 29 CFR 1910.

2.2. Examination

A. Review Project Record Documents of existing construction or other existing conditions
provided by Owner. Owner does not guarantee that existing conditions are same as
those indicated in Project Record Documents.

B. Survey of Existing Conditions: Record existing conditions by use of drawings and
preconstruction photographs or video.

i. Inventory and record the condition of items to be removed and reinstalled
2.3. Preparation
A. Lock-Out Tag-Out (LOTO)

i. Perform a LOTO of all affected systems, utilities, and services with support from the
owner. The LOTO shall comply with the Owner's LOTO procedures and shall fully
coordinate the process with the Owner.

a. See Interconnect Wiring Diagram Gas Compressor (Attachment 9) to de-
energize the gas compressor motor (4160V) and the motor heater (120V) and
perform LOTO in the Electrical Building.

ii. All sources of hazardous or stored energy shall be isolated and made safe prior to
beginning work.

B. Natural Gas System

i. The Natural Gas system shall be isolated at points outside the enclosure, identified

GAS COMPRESSORS 431201-5
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2.4.Removal

by the contractor and approved by the Owner, to establish suitable boundaries for
the work.

All natural gas systems within the enclosure shall be purged to the outdoors in
accordance with the International Fuel Gas Code prior to beginning work (to be
completed by VMEU).

a. Some sections of piping, equipment or components may trap pockets of Natural
Gas. Contractor shall take all required precautions to manage risk associated
with venting gas.

At the conclusion of reinstallation all natural gas systems shall be purged to the
outdoors and refilled in accordance with the International Fuel Gas Code prior to
being returned to service (to be completed by VMEU).

A. Mechanical Systems

Existing Services/Systems to Remain: All systems not identified for removal shall
remain and be protected against damage.

Existing Service/Systems to be Removed and Reinstalled: The gas compressor drain
tank vent shall be removed as shown on the project drawings. The drain tank &
piping can be moved into warehouse during the project.

a. Recommended points of connection/boundaries for these items are identified in
Attachment 1 (Gas Compressor Building Arrangement & Motor Disconnections
Reference).

b. The project drawings attempt to identify reasonable boundaries for removal
and reinstallation based upon an inspection of the equipment. The contractor
may require removal of fewer, or more, items pending his final rigging plans.
Accordingly, the contractor may modify the extent of removal of equipment,
components and piping to facilitate the work. Modifications shall be submitted
for approval.

Disconnect and remove systems, equipment, and components indicated on
Drawings and as described below.

a. Piping and Equipment to Be Removed and Reinstalled
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1. Piping systems and equipment within this scope of work are sensitive
and must be kept free of all contaminants. This includes elements of the
machinery lubricating oil system and the gas compression equipment.

2. Disconnect Piping and cap or plug the remaining piping with piping
rated components (e.g. blind flanges) or temporary caps, plugs or covers
constructed from steel or plastic and designed for this service. Any
temporary closure method must be secured by mechanical means,
adhesive is not permitted.

3. Any loose inline components (such as flow orifices) not provided with a
permanently affixed manufacturer's unique identifying tag must be
temporarily tagged by the contractor. The contractor is responsible for
reinstalling them in the correct locations as indicated on the drawings.

4. Piping and equipment shall be externally cleaned prior to reinstallation.

5. Special consideration shall be provided for any piping or equipment
opening facing vertically upward. These openings shall be equipped with
temporary closure immediately after the removal of their mating
components to prevent ingress of foreign materials. The temporary
closure must remain in place until immediately before the reinstallation
of mating components.

6. Flange gaskets shall be replaced in kind at reinstallation.

2.5. Electrical Systems

A.

Existing Services/Systems to Remain: The Gas Compressor Building is to maintain the
existing services. All systems not identified for removal shall remain and be protected
against damage.

Existing Services/Systems to be Removed and Reinstalled: Where identified on the
attached drawings, components and equipment must be removed to facilitate the
rigging of the gas compressor and motor.

Gas Compressor Motor Removal

i. Disconnect and remove cables, raceways, equipment, and components indicated on
drawings [Attachments 1 & 9] and as described below.

a. 5kV Gas Compressor Motor Power Cables

1. Disconnect 5kV power cables from the Motor Terminal Box.
2. Decouple the 5kV pull-box from the Motor Terminal Box.

b. 120V Gas Compressor Motor Heater Power Cables

1. Disconnect 120VAC power cables from the Motor Space Heater
Terminal Box.

c. Gas Compressor Motor Stator RTD Cables

1. Disconnect six (6) sets of stator RTD cables from the Stator RTD
Terminal Box.

d. Gas Compressor Motor Frame Grounding Lugs
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1. Disconnect two (2) sets of the motor frame grounding lugs from the
Motor Frame.

All disconnected cables shall be labeled, taped (electrically insulated), and secured
for reinstallation.

The gas compressor motor shall be shipped out to VMEU-approved, NETA-
accredited motor testing facility for the motor maintenance test.

2.6.Re-Installation

A. Mechanical Systems

Leak Testing

a. All systems which have elements that were removed and reinstalled shall be
tested for leak tightness using compressed nitrogen. Leak testing shall be done
in accordance with the instructions of onsite Kobelco representatives.

Lubricating Systems

a. Portions of the piping and components to be removed and reinstalled are
elements of the compressor lubricating oil system (to be completed by Kobelco).

b. A lubricating oil system flush in accordance with the manufacturer's instructions
shall be performed after re-installation and prior to restarting of equipment (to
be completed by Kobelco).

c. Representatives of the manufacturer (Kobelco) will be onsite during installation
to perform required oil flushing.

Equipment Leveling and Anchoring
a. Anchor bolts shall be installed in accordance with manufacturer instructions.

b. Prior to anchoring, Contractor shall verify that equipment placements in North-
South, East-West, and Vertical directions are within the tolerance limits of the
job.

c. Prior to anchoring, verify that rotating machinery shafts are in alignment.

d. Machined surfaces shall be used for placement of leveling instruments if
possible.

Machinery Alignment (To be completed by Kobelco)

a. Perthe Kobelco manual, compressor and motor must be in proper alignment.
Misalignment should not exceed two thousands of an inch (0.002"/ 0.05mm).
Graphically plotted reverse indicator method or laser alignment may be used for
aligning the compressor and motor.

b. The compressor and the motor alignment shall be performed in accordance
with the manufacturer's instructions and the general requirements below.

c. Angular and parallel alignment must be within the tolerances specified by the
machinery and drive manufacturers. Furthermore, distances between shafts
must be within the tolerances specified by the machinery or coupling
manufacturers.
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Alignment shall be performed cold, and then a hot alignment check shall be
performed after a minimum of four hours of equipment operation. After the hot
alignment is done, pin two diagonal feet on the motor to secure.

Shaft couplings shall be installed and adjusted in strict accordance with
manufacturer’s instructions.

v. Machinery Lubrication

a.

It is the Contractor’s responsibility to ensure that all machinery installed by this
specification is properly lubricated prior to start-up.

A lubricating oil system flush must be performed prior to restarting equipment.
Machinery manufacturer’s (Kobelco) lubrication instructions shall be consulted
for specific requirements.

Contractor shall provide machinery lubrication records and system cleaning
records to Owner upon completion of work.

vi. Welding, Brazing, and Soldering (where applicable)

a.

Structural Welding shall be performed in accordance with AWS D1.1, Structural
Welding Code, Steel.

In general, all miscellaneous structural welding associated with machinery
installation shall be SMAW using coated E60XX, E70XX or EBOXX electrodes as
required by the specific base metals being joined.

SMAW using a coated E309L electrode is acceptable for welding carbon steel to
stainless steel.

All structural welds shall be visually examined. Records of the visual inspection
shall be kept and turned over to the Engineer upon completion of work.
Acceptance Criteria for structural welds shall be as defined in AWS D1.1,
Structural Welding Code, Steel

vii. Materials

a.

b.

C.

Any hardware alterations shall meet or exceed manufacturer's (Kobelco)
recommendations.

All hardware alterations will be at the expense of the owner.

All hardware alterations must be approved by VMEU (and/or) Kobelco.

viii. General Assembly Considerations

a.

b.

Bolted joints shall be aligned and hand-snugged prior to completely tightening.

Bolts arranged in rectangular patterns shall be tightened from the center of the
pattern toward the free edges. Tightening beyond snug shall be accomplished in
at least three stages until the required joint pre-load is reached.

Bolts arranged in a circular pattern shall be tightened in a cross or star pattern.
Tightening beyond snug shall be accomplished in at least three stages until the
required joint pre-load is reached.

All threads on bolts and nuts 3/8” and larger shall be lubricated with copper-
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2.7. Rigging
A

based high temperature anti-seize compound. Contact surfaces of bolts and
nuts shall also be lubricated. Anti-seize on smaller fasteners may be used if
required by the specific application but care shall be taken to avoid bolt shear.

e. Unless specifically noted otherwise, all bolted connections shall be made up of
UNC-thread heavy hex head bolts or studs, heavy hex nuts, flat washers, and
lock washers.

1. Lock washers shall not be used on pressure piping.

f. Completely tightened bolted connections shall have a minimum of three
threads exposed past the nut.

Electrical Systems

i. Alldisconnected cables shall be re-terminated as indicated on Attachment 9
(Interconnect Wiring Diagram Gas Compressor). Photos of the disconnection
locations are shown on Attachment 1 (Gas Compressor Building Arrangement &
Motor Disconnections).

ii. Torque all re-terminated cables in accordance with NETA hardware standards.
a. Provide torque reports.

iii. Re-connect motor frame grounding lugs.

All rigging personnel shall be trained on the rigging equipment used in accordance with
ASME B30.26 and B30.9.

Contractor shall submit a detailed rigging plan in writing for Engineer’s approval prior to
rigging work for the compressor and motor and any other loads over 10,000lbs. Rigging
plans shall include all loads, pick points, calculations, forces & reactions and shall be
stamped by a licensed engineer hired and paid by the contractor.

All rigging equipment shall be thoroughly inspected prior to use. Use of equipment with
damaged or missing identification information shall be prohibited.

Working load limits of all rigging gear shall be known and clearly identified. Under no
circumstances shall working load limits be exceeded.

All rigging gear shall be used within the limits of its design.

Under no circumstances shall wire rope or nylon sling angles be less than 45° when
measured from the horizontal.

Every lift must be thoroughly planned. In addition to the considerations above, planning
must include consideration for weights of the equipment, equipment lifting points,
centers of gravity, anticipated side and angular loads, hitches, local rules and regulations
and environmental conditions. For the compressor and motor and loads greater than
10,000 lbs, all rigging plans must be made available to the Owner at least five (5)
working days prior to the scheduled lift.

Contractor shall provide Owner/Engineer cribbing plans, standards and/or calculations
upon request. All cribbing shall be either box type, crosstie type or solid type. All
cribbing design shall account for height, load and stability.
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2.8. Protection

A.

B.

Temporary Protection: Provide temporary barricades and other protection required to
prevent injury to people and damage to adjacent buildings and facilities to remain.

i. Provide protection to ensure safe passage of people around the work area.

ii. Protect walls, ceilings, floors, and other existing elements that are to remain or that
are exposed during the work.

iii. Cover and protect systems and equipment that have not been removed.

Remove temporary barricades and protections where hazards no longer exist.

2.9. General Requirements

A.

General: Remove existing construction only to the extent required to service the
compressor and motor and as indicated. Use methods required to complete the Work
within limitations of governing regulations and as follows:

i. The use of cutting torches is prohibited.
ii. Rotary cutting tools may be used if required.
iii. Maintain fire watch during and after cutting operations.

a. Duration of fire watch after cutting operations shall be as required by the
Owner.

Site Access and Temporary Controls: Conduct the work to ensure minimum interference
with roads, streets, walks, walkways, and other adjacent occupied and used facilities.

Removal and Reinstalled Items:

i. Clean items to functional condition adequate for intended reuse. At a minimum,
wipe items clean with white cotton rags to remove dust and dirt.

ii. Pack or crate items after removal and cleaning. Identify contents of containers.
iii. Protect items from damage during storage.

iv. Reinstall items per drawings. Provide connections, supports, and miscellaneous
materials necessary to make item functional for use indicated.

Existing Iltems to Remain: Protect construction indicated to remain against damage and
soiling during the work. When permitted by Owner, items may be removed to a
suitable, protected storage location during the work, cleaned, and reinstalled in their
original locations after the work is complete.

2.10. Gas Compressor Motor Shop Repair and Test

A.

The following motor repair and test shall be performed.

i. Perform incoming electrical tests.

ii. Remove all air intake covers and inspect insulating materials.
iii. Drain and inspect oil from sleeve bearings.

iv. Take apart the motor, clean, and inspect all parts for damage and/or excessive
wear.
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v. Steam clean stator and rotor and oven bake.
vi. Perform static electrical test including:
a. Lead to lead resistance tests
b. Mega-ohm/PI tests
c. Hi-pot tests
d. Surge comparison test
e. Core loss test
vii. Varnish treat stator winding then overspray with red or green insulator as needed.
viii. Set rotor on lathe and check all mechanicals and TIR.
ix. Turn rotor on lathe and polish all surfaces.

X. Inspect babbitt bearings and brackets and confirm they are within tolerance and
reusable. Replace bearings if necessary.

xi. Dynamic balance rotor.
xii. Check all RTD's for proper functionality.
xiii. Check motor heater functionality.
xiv. Assemble motor and add new bearing oil.
xv. Run test motor.
xvi. Paint and prep motor for dispatch.

2.11. Disposal of Waste Materials

A. Remove waste materials from the Project site and dispose of them in an EPA-approved
construction waste landfill acceptable to authorities having jurisdiction.

i. Do not allow materials to accumulate on-site.

ii. Remove and transport waste in a manner that will prevent spillage on adjacent
surfaces and areas.

iii. Remove waste from the building and site in a controlled manner.

B. Burning: Do not burn waste materials.
2.12. Cleaning
A. Return adjacent areas to condition existing before the work began.
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PART 3 - Execution

3.1. Evaluation of Bids

A.

Bids will be evaluated by the completed proposal (Attachment 14), and the contractors’
experience records (Attachment 12 & 13).

The key criteria for the bid evaluations are bidder’s proposed total pricing, the bidders’
capabilities/experience, and the bidders’ ability to perform work during October 2026
through November 2026.

3.2. Project Timing

A.

Vineland’s operations team anticipates beginning purging the natural gas system on
October 1, 2026.

Kobelco is anticipating having a millwright crew and FSR’s onsite on October 5, 2026, to
begin disassembly of the fuel gas compressor skid system.

Awarded bidder expected to be onsite for LOTO and motor disconnections between
October 5" through October 7"

The rigging of the motor and the compressor is anticipated to begin the morning
October 8, 2026.

The tractor-trailer to transport the compressor to Kobelco (Houston, TX) will be onsite
on October 8" (possibly October 9t).

The compressor motor should be anticipated to transport to awarded bidder’s facility
on October 8" for the motor overhaul.

The transportation and overhaul of the Kobelco fuel gas compressor is anticipated to
take approximately 3 weeks.

The motor overhaul shall be completed by the awarded bidder before the overhaul
completion of the Kobelco fuel-gas compressor.

The awarded bidder shall be on site with the overhauled motor and rigging equipment
upon delivery of the Kobelco compressor.

3.3. Site Walkdown

A.

Site walkdowns will be held upon request (or) appointment.
i. Contact purchasing agent to request site walkdown before bid opening date.

ii. Site Walkdown Location:

a. Clayville Generating Station, 4087 S Lincoln Ave, Vineland, NJ 08361

iii. The date and time of a site walkdown will be coordinated with the Electric
Engineering Department. The main contact below:

a. William Burns; wburns@vinelandcity.org ; (856) 794-4000 Extension 4977.
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PART 4 - Attachments

4.1. List of Attachments

Sequence Document Name
1 Attachment 1 — Gas Compressor Building Arrangement & Motor Disconnections Reference
2 Attachment 2 — Kobelco Mechanical Drawings P&ID ES-469 (Reference)
3 Attachment 3 — Gas Compressor Enclosure Enlargement & Section (Reference)
4 Attachment 4 — Gas Compressor Enclosure Plan and Elevations (Reference)
5 Attachment 5 — Compressor Skid General Arrangement (Reference)
6 Attachment 6 — Siemens Motor Outline (Reference)
7 Attachment 7 — Kobelco Gas Compressor ES-469 Drawing (Reference)
8 Attachment 8 — Kobelco Compressor Lifting Standard (Reference)
9 Attachment 9 - Interconnect Wiring Diagram Gas Compressor (Reference)
10 Attachment 10 — Gas Compressor Soft-Starter Elementary (Reference)
11 Attachment 11 - Contractor's Report of Property Damage
12 Attachment 12 - Project Experience Record
13 Attachment 13 - Project Experience Record-Sub
14 Attachment 14 - Proposal Form
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Rigging, Motor Overhaul, Mechanical Electrical Support Services Specification

GAS COMPRESSOR MOTOR DISASSEMBLY

1. SEE "INTERCONNECTION WIRING DIAGRAM" TO PERFORM LOTO AND DISCONNECT CABLES FROM THE GAS COMPRESSOR MOTOR.

2. REMOVE GAS COMPRESSOR MOTOR FROM THE SKID.

3. GAS COMPRESSOR MOTOR SHALL BE RIGGED OUT TO VMEU SELECTED MOTOR TESTING FACILITY FOR THE MOTOR MAINTENANCE TEST.

4. ALL REPAIRS, DISASSEMBLY AND ASSEMBLY RELATED SERVICES MUST BE CARRIED OUT ONLY BY QUALIFIED AND WELL-TRAINED PERSONNEL BY USING PROPER TOOLS AND TECHNIQUES.

GAS COMPRESSOR MOTOR TEST

1. INSULATION-RESISTANCE TEST IN ACCORDANCE WITH ANSI/IEEE 43

2. POLARIZATION INDEX (PI) TEST

3. DC STEP VOLTAGE TEST IN ACCORDANCE WITH IEEE 95

4. INSPECT MOTOR BEARING LUBRICATION CONDITION AND BEARING LIFE. (REPLACE BEARING IF NECESSARY.)
5. INSPECT MOTOR VENTILATION CLEANLINESS.

GAS COMPRESSOR MOTOR REASSEMBLY

1. DISCONNECTED 5KV POWER, 120V HEATER POWER AND STATOR RTD CABLES SHALL BE RE-TERMINATED AS SHOWN ON "INTERCONNECTION WIRING DIAGRAM."

2. TORQUEALL CONNECTION IN ACCORDANCE WITH NETA HARDWARE STANDARDS.

3. COMPRESSOR AND MOTOR MUST BE IN PROPER ALIGNMENT PER KOBELCO'S INSTRUCTION AND OPERATION MANUAL.

4. DISCONNECTED FRAME GROUNDING LUGS SHALL BE RE-TERMINATED. GAS COMPRESSOR BLDG
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INJECTION OIL o # i IM” www kobelcocompressors.com FUEL GAS COMPRESSOR
LS 3/4° Y CUSTOMER: CUSTOMER DOCUMENT NO.: (COMPRESSOR & MOTOR SEC.)
DESIGNER: ENGINEER: CHECKED: APPROVED: DOCUMENT NO.:
L.G. V.H. A.B. T.T. ES-469-PE-F-108
NOTE 1T+ THESE ARE SIGNALS FROM CUSTMER BY HARDWARE, DATE: SCALE: CAD FILE: SHEET NO- REV.NO.
09/21/12 | NONE ES-469-PE-F-108 20f6 0
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SCOPE OF SUPPLY

F—101A/F=101EB P—10] PM—101 VS—105 HITR—101 VS—104
LUBE OIL FILTERS LUBE OIL PUMP LUBE OIL PUMP MOTOR BULK OIL SEPARATOR HEATER COALESCING OIL SEPARATOR
MODEL: OF=180-035—-12-600 MODEL: E3LBK—=250 SIZE: 50 HP SIZE: 48" 1D x 110" SM/SM 5 KW 247 ID X 547 SM/SM
MFR.: KCA MFR.: IMO MFR.: SIEMENS MFR.: KCA VOLTAGE: 460 VAC/3PH/60HZ KCA
CAPACITY: 180 GPM CAPACITY: 200 GPM SPEED: 3600 RPM DP: 1125 PSIG WAT. DEN.: 15 W/IN? 1125 PSIG KCA CUSTUMER
DP: 1215 PSI PSV SETTING: 90 PSIG ENCLOSURE: TEFC DT: 0/250°F ENCLOSURE: NEMA4 0/250°F
DT: 0/250 TYPE: SCREW VOLTAGE: 460VAC /3PH/60HZ MAT'L.: C.S. C.S.
MAT L: C.S. SPEED: 5600 RPM SER. FACTOR: 1 CODE: ASME ASME
CA.: 1/16” INSULATION: F CA.: 1/167 1/18”
ELEMENT: FG—0424-10(3) ELEMENTS: GCC—-0618-065—-P—UF(6) K620—AA(7)NO.
NOMINAL FILTRATION: 10 MICRON
NO. OF ELEMENTS: 3
CODE: ASME
1 1/2"-112-N-CS 3" SHEET 1 OF 6
3/4""-129-N-CS 3/4""-127-N-CS 10 SPILL-BACK VALVE
SHEET 2 OF 7
HMI
T0 COMPRESSOR
18" MANWAY "
& \ \ .
: | | “‘]y ——— —— e — SAFETY AREA
% 3/4 HV. i |
. N 5 8|
e R e o A @ 31504 I
L N U > | /\ r———— ———7 SHEET 1 OF 6
» i | 34 i R ‘ | e Pl |
\ | I | 102 -
% m | (O] FDHVQ ] o < A\ N } TO SPILL-BACK VALVES
BORE % [ I .
- 108-2 NE 114-3 & \ I \ 11/2 H
e sem - op E ol 01/ @ 6008 PN H /ey L] I
& I l II6S TV —
u \ | | | \ 3 o — U Qoy ]
. \ I \ ‘ , — O 3747 ’ 3'-104-PP-CS
3 I I TO SLIDE VALVES
@ te || i o e | % | — v PP s /Ph
2 =R Y Y
% %A 104-26 N
HMI
1/2'0D
><H <
FLUID: OIL & GAS HV g —
PRESS.: 904 PSIG g 3_{ | % o 13(HHI ‘ ‘ E Su AN N
TEMP.. 217°F = VS-103 3/11” - 117-¢
FLOW- 10,198 SCFM(GAS) 5 BULK DIL " e 10134 T 1
230 GPM(QIL) SEPARATIR 1063 or Ju W ) / \ Hy
DIFFUSER “C %Dﬂw 104-07 - ) . ' e
HV
6-SCH. XA 6-103-PPCS \‘ > S o g 34" / \ < % - PR i 10 CAS DISCHARGE
SHEET 2 OF 6 — | - n ' -
|
FROM COMPRESSOR i ——
ICS C . \ \
/XL\ il L v } } FLUID: NATURAL GAS
NV ANy = \ \ PRESS. 900 PSIG
36 S3 3'-111-N-SS \ ‘ 101 = :
SHEET 2 OF 6 : /l/ ° 10] & VS-104 TEMP. 217°F
LUBE OIL HEADER ‘ | PP, 2 COALESCING FLOW: 10,198 SCFM
o OIL CARRYOVER:
FLUID: LUBE OIL—EL—4600—68 S N /I/ K » DIL SEPARATOR oo PEM
PRESS (HS /XN Hv ﬂ | |
<NORMAL> 872 pS‘G — — 106-4 , HV 3/4 ‘
TEMP.: 130°F 1/ N > : ey KJL
FLOW: 124 GPM S g PP
i 460—3v&c—KF>WH—HZ i STR v /N/ Hv
i [P0 103 ﬂ oY 10628 o | | 3/4”% 104-30
STARTER} — 4 HTR-101 #ﬁ £ s | FLUID: LUBE OIL—EL—4600-68 v V. 1 o | |
v 3/4" ) B PRESS.: - ,
/e <L HT ’ i 4/-106-PP-CS Ry |[(NORVAL) o0t PSIC 18H3v75 i 1O4Y48 ‘C**j‘ = DS
104-43 | TEMP . 217°F - .
L1e i (A%
- } FLOW: 230 GPM LG L
1/2'0D SHEET 2 OF 6 R 1o-2 A 4 104 102 Qﬁy
SHEET 2 OF & | A
©] ©] o HEDER | o | AL v i
TO COMP. SUCTION N } o &y . . R 3 e e 34 T |
| 104-40 | = — ” - ” Y
PG NN J N | & HY 3/4 B qoiag 4 ’ n L AHH
F== , o —‘—ﬂ‘ | & 105-1 104-29 1 1/er 34 A 10431 e
INTEGRAL | = —
‘ HE, I ERNY J—\HCLL ‘ T T T T T T T | 1 > g AL
m | cs m | | | v/ (BSUETPSAS] e
F-l0t | o o108 | | | | sz » | ST
HV | === L o _ 2 1/2" H }—N—
ol e ! | ﬁ ™ o 104-36 | | | o 06-102—F — I O] "
il S O S B | - \%»fu; - | | | ¢ - , BIRE G v "
| 3/47 ﬂjfl”’ ‘ L Ejt 3/47 | | | & K C 3.2mm 102 114-4 3/‘“;104*38
HI Y | | HV H-6 ; 1/P |PDS, } =1 . ; aars BV
104-23 || \ 104-22 <
pPeE—1 | ] ! 7 > | | D > 3'-107-PP-CS
e —— _ 3 — = — | | Y
Y ] - 105-2 STARTER
- el 130-1 102
- 3/4"\/
O
FLUID: LUBE OIL—EL—4600—68 B \
(NORMAL) 887 PSIG C o
TEMP /‘BODF 1/8”DD 3/4”D
. R S - = /
FLOW: 106 GPM 4"-110-N-CS 4"-110-N-CS 4"-107-HC-CS QTQ m
J 0 ;??; 5 [ ‘ e ) W
=z N
SHEET 2 OF 6 = ;Ey i
INJECTION OIL HEADER g .
FLUID: LUBE OIL—EL—4600-68 - Ko IEs
KBS 897 PSIG = KL
K TEMP.: 130°F B A N
FLOW: 0-230 GPM
FROM OIL COOLER T 4 4"-109-HC-CS o
SHEET 4 OF 6 \ — &
~INDOOR i
CONFIDENTIAL
THE INFORMATION HEREIN IS PROPRIETARY TO KCA AND
FLUID: LUBE OIL—EL—-4600-68 SHALL NOT BE COPIED AND/OR REPRODUCED IN ANY
PRESS. MANNER, NOR USED FOR ANY PURPOSE WHATSOEVER
(NORMAL) 902 PSIG EXCEPT AS SPECIFICALLY PERMITTED PURSUANT TO
. TEMP 217°F WRITTEN AGREEMENT WITH KCA.
. _ TITLE:
: e o S I — R KOBELCO COMPRESSORS AMERICA, INC. MECHANICAL FLOW/
10 OIL COOLER H O A ] 1450 W. Rincon St., Corona, CA 92880-9205
SHEET 4 OF 6 47-6004 ¢ — Phone. (951) 739-3030 Fax. (951) 739-3029 P. & I. DIAGRAM
www.kobelcocompressors.com FUEL GAS COMPRESSOR
QNDDDR CUSTOMER: CUSTOMER DOCUMENT NO.: (LUBE OIL SECTION)
VMEU ES-469-PE-F-108
DESIGNER: ENGINEER: CHECKED: APPROVED: DOCUMENT NO.:
L.G. V.H. A.B. T.T. ES-469-PE-F-108
DATE: SCALE: CAD FILE: SHEET NO.: REV. NO.:
09/21/12 | NONE ES-469-PE-F-108 30F6 0
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\
\
\
\
S

HX=101

AIR-COOLED OIL COOLER

MODEL:

MFR.

TYPE:

DUTY:

DWP:

DWT:
ROWS/PASSES:
AP (MAXO:
CODE:

CA

1-F30-134-2
SMITHCO

AIR-COULED (FORCED)
4,963,00 BTU/HR.

1215 PSIG
-20/250°F
6/2

2.00 PSI
ASME/APT 661
0.063"

M—=10TA / FM-102A
FAN MOTOR

SIZE: 30HP X 2

MFR. SEIMENS

SPEED: 1750 RPM

ENCLOSURE: TEFC

VOLTAGE: 460/3/60

]
\
\
B 1 SHIPPED LODSE_|
INSTALLED ON SITE
} } BY OTHERS }
\ \ \
¢k
\ \
1/2' 0D | I ¢
|
AR INLET > 1 ANAY
1/2"-60004 [
| RF THD FLG.
- - 9
C | K
.
A 5 |
SHEET 3 OF 7 Bl
FROM CONNECTION ‘G" KCA ASSUMED 30 FT. N
DOWN STREAM OF LUBE OIL PUMP FOR FIELD PIPING ‘
FLUID: LUBE OIL 70 OIL COOLER
(NDRMAL) 902 PSIG
TEMP.: 217°F
FLOW: 230 GPM C | K
5
] \
|
3"-600#
REWN FLG
3"-600#
REWN FLG.
.
|
¢k
6004
REWN FLG.
A 6
SHEET 3 OF 7/

TO CONNECTION "H”
TO TEMPERATURE CONTROL VALVE

FLUID: LUBE OIL
(NORNAL) 897 PSIG
TEMP.: 130°F

FLOW: 230 GPM

HMI

(o

0T

=

&

N

DCS

ANy

A

=

VSH

0—0—0—T0—0—0
T

Lo—or0—0
() >~

o0—o0—o0

102

HX-101

AR CUULED
JIL CUULER

SHIPPED LOOSE
INST%%LED ON SITE

SCOPE OF SUPPLY
K C
KCA | CUSTOMER
OTHERS
e & 3/4"
D SHEET 2 OF 7

S

- M-101A

S

- M-102A

_

STARTER
103

R

HOA

Dk

|
C|K ‘
\RUN P
<A|V>
104
P

— 717 1
o
SHIPPED LOOSE
| |
‘M | INSTALLED DN SITE
|

i | BY OTHERS
L 32

VSH

|

| ><b Il

| [
R | 1-6008
| e RSV, FLG.

HMI
van

01 ofofo—o‘—ofofo
\

(@]

193//

DCS

van

101

T0 COMPRESSOR SUCTIDON

KOBELCO

KOBELCO COMPRESSORS AMERICA, INC.
1450 W. Rincon St., Corona, CA 92880-9205
Phone. (951) 739-3030 Fax. (951) 739-3029
www.kobelcocompressors.com

CONFIDENTIAL

THE INFORMATION HEREIN IS PROPRIETARY TO KCA AND
SHALL NOT BE COPIED AND/OR REPRODUCED IN ANY
MANNER, NOR USED FOR ANY PURPOSE WHATSOEVER
EXCEPT AS SPECIFICALLY PERMITTED PURSUANT TO
WRITTEN AGREEMENT WITH KCA.

P. & I. DIAGRAM

"MECHANICAL FLOW/

FUEL GAS COMPRESSOR
(AIR-COOLOR SECTION)

CUSTOMER: CUSTOMER DOCUMENT NO.:
VMEU ES-469-PE-F-108
DESIGNER: ENGINEER: CHECKED: APPROVED: DOCUMENT NO.:
L.G. V.H. A.B. T.T. ES-469-PE-F-108
DATE: SCALE: CAD FILE: SHEET NO.: REV. NO.:
09/21/12 | NONE ES-469-PE-F-108 4 OF 6 0
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C | K
RTD
0 CUSTOMER | LTt
107

MC.C. |
} 0cs "
HMI
| 1 \H SN
| 102 H
\ o)
! A
[ i
} I HH
[ — -
|
|

C-101
COMPRESSOR

E]:D:l AXIAL DISPLAY (MALED

—  CM-101 1 |
\—g MOTOR e | i
@ @ © L ]

\

\

\

\

\

I

\

\

RTD \

LTK* DUAL ELEMENT \
. \

\

77777777 @ ‘
\

\

\

\

\

@4
@
]
]
[
=
1 pd b

]

|

|

|

|

|

|

|

|

| m

\ [ K C

| C K HMI | DCS
s A AN
L TE 101 101 101
. 103

C LK RTD
0 CUSTOMER | b Lo TE
104

MC.C

105

RTD
SR DUAL ELEMENT
L 77777777 @

110

SCOPE OF SUPPLY
K C

KCA | CUSTUMER

KOBELCO

KOBELCO COMPRESSORS AMERICA, INC.

1450 W. Rincon St., Corona, CA 92880-9205

Phone. (951) 739-3030 Fax. (951) 739-3029
www.kobelcocompressors.com

CONFIDENTIAL

THE INFORMATION HEREIN IS PROPRIETARY TO KCA AND
SHALL NOT BE COPIED AND/OR REPRODUCED IN ANY
MANNER, NOR USED FOR ANY PURPOSE WHATSOEVER
EXCEPT AS SPECIFICALLY PERMITTED PURSUANT TO
WRITTEN AGREEMENT WITH KCA.

TITLE:
MECHANICAL FLOW/
P. & I. DIAGRAM
FUEL GAS COMPRESSOR
(VIBRATION/ TEMP. MONITORING)

CUSTOMER: CUSTOMER DOCUMENT NO.:
VMEU ES-469-PE-F-108
DESIGNER: ENGINEER: CHECKED: APPROVED: DOCUMENT NO.:
L.G. V.H. A.B. T.T. ES-469-PE-F-108
DATE: SCALE: CAD FILE: SHEET NO.: REV. NO.:
09/21/12 | NONE ES-469-PE-F-108 50F6 0
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Attachment 2 (Page 6 of 6) SLHPE R L
INSTRUMENT DESIGNATIONS INSTRUMENT LINE SYMBOLS PIPING SYMBOLS VALVE SYMBOLS CONTROL VALVES SYMBOLS K C
AS — AR _SUPPLY INSTRUMENT SUPPLY OR ¢
S e CONNECTION TO PROCESS PROCESS P&dD CONTINUATION ARROW AL VR >
CG — COUPLING GUARD PNEUMATIC SIGNAL giogéiaggiotw 5 CONTINUED > FLANGED VALVE %—{N}—% KCA CUSTUOMER
CPL - COUPLING :
B-XX-MS— COMPRESSOR MOTOR e con PNEUMATIC VALVE :%H
DCV - DIRECTIONAL CONTROL VALVE ‘ ANGLE VALVE
FIC — FLOW INDICATING CONTROLLER PIPING MATERIAL CLASS CHANGE |
FC — FLOW CONTROLLER CAPILLARY TUBE
FV — FLOW CONTROL VALVE ‘ ‘ ‘ ‘ ‘ UNION n c
FG — FLOW GAUGE HYDRAULIC SIGNAL = = = = - iy ANGLE STOP CHECK VALVE \% AR PRESSURE REGULATOR
v R INTERNAL SYSTEM LINK
F — FILTER / STRAINER SRR -
0—0—0—0—0—0—0—0—0—0—0—0—0—0—0 OR‘HCE UN‘ON | H
D — FLOAT DRAINER (SOFTWARE OR DATA  LINK) - BUTTERFLY VALVE e
FDR - FILTER DRIER -
FM — FLOW METER TUBING LINE (SIZE: 3/8") PRESSURE REDUCING REGULATOR,
Fi — FLOW INDICATION PIPE TO TUBING CONNECTION il BALL VALVE (= SELF CONTAINED
al — FLOW TRANSMITTER
FIT — FLOW INDICATING TRANSMITTER
HCV  — HAND CONTROL VALVE PIPE CAP —] GLOBE VALVE e <
HOA  — HAND-OFF—AUTO SWITCH
HMS  — HAND MOMENTARY SWITCH L ¢
Y — HAND VALVE GENERAL INSTRUMENT OR FUNCTION SYMBOLS CHECK VALV IEN
g — HEAT EXCHANGER AR INTAKE FILTER BACK PRESSURE REGULATOR,
HTR — HEATER SELF CONTAINED
HS - HAND SWITCH HOLAL NS TRUMENT Q PLUGGED VALVE (VENT OR DRAIN) — b
HC — HEAT CONSERVATION N ?1
T — CURRENT TRANSMITTER LOCAL PANEL MOUNTED Y TYPE STRAINER }—V{
E — CURRENT TRANSFORMER @ NURMALLT CLUSED VALVE 2 I PRESSURE DIFF. CONTROL VALVE ]
L ~ LEVEL CONTROLLER WTH INTERNAL & EXT. PRESS. TAP 771 ’
LV — LEVEL CONTROL VALVE GAUGE BOARD MOUNTED INSTRUMENT @
LSH — LEVEL SWITCH HIGH (ALARM) T TYPE STRAINER
LSHH  — LEVEL SWITCH HIGH (SHUTDOWN) VALVE STOP CHECK SIS
SL — LEVEL SWITCH LOW (ALARM) QQ
<L _ LEVEL SWITCH LOW (SHUTDOWN) INSTRUMENT SHARING COMMON HOUSING

H| LO
| — LEVEL INDICATION INSTRUMENT WITH HIGH /LOW POINTS —Q—

M — MOISTURE INDICATION

* %

] EXPANSION JOINT m THREE WAY VALVE

LT LEVEL TRANSMITTER

16— LEVEL GAUGE : é i PRESSURE SAFETY VALVE
D
T
il

T — MOISTURE TRANSMITTER /7> NS OR HT
PIC - PRESSURE INDICATING CONTROLLER INSULATED OR - HEAT TRACED INSTRUMENT \ “0UR WAY VALVE E%ETE%LD VCI[%EMED >
PC — PRESSURE CONTROLLER SPECTACLE BLIND
PCV  — PRESSURE CONTROL VALVE
P — PRESSURE INDICATION PERMISSIVES @
PL — PANEL LIGHT x
PSH ~ — PRESSURE SWITCH HIGH (ALARM) CONCENTRIC REDUCER =
PSHH  — PRESSURE SWITCH HIGH (SHUTDOWN) INTERLOCK @ MZ XM
PSL  — PRESSURE SWITCH LOW (ALARM) 3—-VALVE BLOCK AND VALVE POSITIONS
PSLL - PRESSURE SWITCH LOW (SHUTDOWN) L ! BLEED VALVE
PT — PRESSURE TRANSMITTER PLC ECCENTRIC REDUCER 5 aba 0 ~ Al OPEN
PY — SOLENOID VALVE LT -
PSV  — PRESSURE SAFETY VALVE (RELIEF VALVE) R FC FAIL CLOSE
PDIC - PRESSURE DIFFERENTIAL INDICATING CONTROLLER o — FAIL INDETERMINATE
PDC — PRESSURE DIFFERENTIAL CONTROLLER b4 FLEXIBLE HOSE RARAAA
PDCV  — PRESSURE DIFFERENTIAL CONTROL VALVE o NC — NORMALLY CLOSE
PDG — PRESSURE DIFFERENTIAL INDICATION LOCAL PANEL PILOT LIGHT [P - BLOCK AND BLEED VALVE (HV) NO — NORMALLY OPEN
PDSH  — PRESSURE DIFFERENTIAL SWITCH HIGH (ALARM) A B o CAR SEA OPEN
PDSHH - PRESSURE DIFFERENTIAL SWITCH HIGH (SHUTDOWN) SLIP BLIND a B
PDSL  — PRESSURE DIFFERENTIAL SWITCH LOW (ALARM) CsC — CAR SEAL CLOSE
PDSLL - PRESSURE DIFFERENTIAL SWITCH LOW (SHUTDOWN) LOCAL PANEL HAND SWITCH % me _ FULL PORT
p — PUMP
P—XX-MS— PUMP MOTOR BLIND FLANGE H }E FHO — FAIL HOLD OPEN
PDT - PRESSURE DIFFERENTIAL TRANSMITTER TERMINATION - B
PG — PRESSURE GAUGE de ab EEC Eﬁk T&%EESLOSED
PL — PANEL LIGHT (PILOT LIGHT) 4—WAY HYDRAULIC VALVE —
PDG - PRESSURE DIFFERENTIAL GAUGE - BREAK SPOOL PIECE — — (SPOOL VALVE) b
PIT — PRESSURE INDICATING TRANSMITTER ] — e
PDIT - PRESSURE DIFFERENTIAL INDICATING TRANSMITTER AP0 PREUMATIL CORVERTUR P “‘[Qj
PP — PERSONNEL PROTECTION -~
RO — RESTRICTION ORIFICE HOSE CONNECTION L
RFWN - RAISED FACE WELD NECK LINE DESIGNATIONS
RFSO — RAISED FACE SLIP ON Jes
RFSW  — RAISED FACE SOCKET WELD FLANGE .
SG - SIGHT GLASS DCS HMI SCREEN N MAIN PROCESS LINE — FLOW CONTROL VALVE 5P 6" —105 - L — S5 VATERIAL-
SR — STRAINER A A SS: STAINLESS STEEL
TIC — TEMPERATURE INDICATING CONTROLLER CS: CARBON STEEL
TC — TEMPERATURE CONTROLLER GS: CALVANIZED STEEL
TCV - TEMPERATURE CONTROL VALVE GENERAL LINE
T — TEMPERATURE INDICATION SOLENOID VALVE AN INSULATION CODE:
TSH  — TEMPERATURE SWITCH HICH (ALARM) HICNPNS\LNJEAUTLE/WF%NR iEE%\RCEODNSERW‘ON
TSHH - TEMPERATURE SWITCH HIGH (SHUTDOWN) - LT LR e o BeTEC TN
TSL TEMPERATURE SWITCH LOW (ALARM) INSULATION e D — ,
HT: HEAT TRACE AND INSULATE
TSLL  — TEMPERATURE SWITCH LOW (SHUTDOWN) L LOW TEMPERATURE. INSULATION
] NEEDLE VALVE S ~
T TEMPERATURE TRANSMITTER AC: INSULATION FOR NOISE REDUCTION
TE — TEMPERATURE ELEMENT (RTD, THERMOCOUPLE)
W — THERMOWELL LINE NUMBER
TG — TEMPERATURE GAUGE THERMOWELL %
T — TEMPERATURE INDICATING TRANSMITTER o — LINE SIZE
UA — COMMON ALARM/ SHUTDOWN
Vi ~ VIBRATION INDICATION N
VB ~ BALL VALVE FLANGED THERMOWELL
VSH = VIBRATION SWITCH HIGH (ALARM)
VSHH = VIBRATION SWITCH HIGH (SHUTDOWN)
di — VIBRATION TRANSMITTER SPACER TYPE COUPLING (CPL) j:[ ]:ﬁ
VS — VESSEL
WS — WATER SUPPLY
XSH ~ — ACCELERATION SWITCH HIGH (ALARM) —
XE — ACCELEROMETER SLOPE IN LINE
XT — INTERFACE MODULE FOR ACCELEROMETER CONFIDENTIAL
XV — SPOOL VALVE/ POSITION VALVE
ZSH  — AXIAL DISPLACEMENT HIGH(ALARM)/LIMIT SWITCH(HIGH) THREDOLET/ SOCKOLET = TEE:‘H{‘%%E%%EZEE’;‘I??“A%E}E?Eg’/}gﬁﬁ%ﬁo
%?HH o éééiMDTSOPRL/AEEm\EENgTEHRGH <SHUTDOWN> EXCEPTlASSPECIFICALLYPERMI'I'I'EDPURSUANTTO
— WRITTEN AGREEMENT WITH KCA.
ZE — AXIAL PROBE/POTENTIOMETER :
75 — LMIT SWTCH/@OW) SIGHT GLASS <SG> <> KOBELCO COMPRESSORS AMERICA, INC. TITL|§/|ECHAN|CA|_ FLOW/
— POSITION INDICATOR/ AXIAL DISPLACEMENT INDICATION e a0 e e g0 FUELpég SI g(I)AMGPRéAEMS SoR
/S0 — LIMIT SWITCH OPEN www.kobelcocompressors.com
750 — [IMIT SWITCH CLOSED CUSTOMER: CUSTOMER DOCUMENT NO.. (FUEL GAS COMPRESSOR SYSTEM)
VMEU ES-469-PE-F-108
DESIGNER: ENGINEER: CHECKED: APPROVED: DOCUMENT NO.:
L.G. V.H. A.B. T.T. ES-469-PE-F-108
DATE: SCALE: CAD FILE: SHEET NO.: REV. NO.:
09/21/12 | NONE ES-469-PE-F-108 6 OF 6 0
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(' NOTES

| 1. BUILDINGS TO CONFORM TO DIVISION 13
Attachment 4 (Page 1 of 1) ¢ BULDING > (133419) "METAL BUILDING SYSTEMS
[
!
m
|
|

HVAC F—8 HVAC F—1 HVAC F-2 HVAC F-9
— — — —

2. THERMOSTATS ARE PROVIDED WITH THE
EQUIPMENT AND INSTALLED AND WIRED
CONTRACTOR.

3. THERMOSTATS SHALL BE INSTALLED

APPROXIMATELY 4-5 FEET ABOVE FINISHED
FLOOR.

i i

10'-0" 10'-0"

—
@)
|

o 'y

] LIGHT

LOUVER LOUVER (e
L—8A,B,C,D L—9A,B,C,D _

AN NN
\//\//\//\//\//\//\/
7 7, o/
SN

NORTH ELEVATION

SCALE: 1/4"=1"-0"

FOUNDATIONS AND FINISH FLOOR
ELEVATIONS.....coimiiiiiiiiiicireincicvinene 293.01-S200

HVAC P&ID................. 283.01-P8A & 293.01-P8B

ARCHITECTURAL............... 293.01—-A100 THRU A105
ww ¥ Io:

LOUVER LOUVER
L—8A,B,C,D L—9A,B,C,D

- Wzzzzzzzzzzzd iz a7 7777777 M2 7222727722270 7707730277777777777723 I —
DAMPER @ DAMPER
H_ — D-8 D-9

HVAC H-1

ROLL UP DOOR
25'-0"

ROLL-UP DOOR 2

THERMOSTAT (TYP.) HVAC H-2

4' _ 6”

DAMPER DAMPER = [J
D—1 D—2

| g _
LOUVER LOUVER

L—1A,B,C,D L—2A,B,C,D

FLOOR PLAN

SCALE: 1/4"=1"-0" 1

ISSUED FOR CONSTRUCTION

MAH
Be[13
MDL
JPS

DESCRIPTION

(REV No
REV. BY
DATE
CHECKED BY
Q’PROVED BY|

¢ BUILDING @, BUILDING ¢ BUILDING

HVAC F—9 HVAC F-8
\l HVAC F—9 HVAC F-2 HVAC F—1 HVAC F—8 . .
P § e T e S e i

WALDRON

ENGINEERING & CONSTRUCTION, INC.
EXETER,NH 03833

www.waldron.com

NAME DATE

DRAWN BY MAHaught 5/15/13

—_—, | 14'-0" _ 7'=0" 7'=0" | 14'-0" |

CHECKED BY | MDLetourneau 5/16/13

APPROVED BY JPSmith 5/16/13

W.E&C DRAWING No.

: I 1] __ 203.01-M700A-1

# WP

NEW JERSEY BOARD OF

PROFESSIONAL ENGINEERING

_ “ h AND LAND SURVEYORS
16 —— LIGHT 16 16 CERTIFICATE OF AUTHORIZATION

Ik N J

CLAYVILLE
)2 GENERATING STATION
v CITY OF VINELAND

0 LIGHT . NEW JERSEY

\_ Y,
( DRAWING TITLE A

—_— CLAYVILLE UNIT 1

¥ LOUVER LOUVER FINISH FLOOR HVAC
L-1A,B.C.D L-2A,B,C,D / \‘n_zmx GRADE : GAS COMPRESSOR
|

3)—_0"

ENCLOSURE
SN NSNS NSNS NS N AT AN T ,

\\A«\/\\\/\\\A\\///\\\//A\\//A /A\\///\\///\\A//\\\ PLAN AND ELEVATIONS
IRRR R,

RS NSNS,
v\///W//W//\W/// &

/7
N
X
&
7

[

WEST ELEVATION SOUTH ELEVATION EAST ELEVATION S, RSSO TR

Marc Letourneau

mo>_.mn<ﬁnﬁ|o.. SCALE: 1/4"=1—0" SCALE: 1/4"=1'-0" S [ENGINERR TG
R " . | 24GE04604000

0123456 7 8 910 o Mo v TORE

SCALE: 1/4"=1'-0" ” ; VMEU DRAWING NO.

) K 213-236 )
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16 | 15 14 | 13 12 11 10 9 ¥ 8 7 6 5 | 3 2 1
CUSTOMER CONNECTIONS
N\ '\éﬁf%? _ COMPRESSOR DESIGNATION DESCRIPTION SIZE & RATING
25 MINIMUM C-101 @ GAS INLET 8" - 600# RFWN
Attachment 5 ( Page 1 of 1 ) MOTOR STRAINER ELEMENT 275 23 _ FLANGE
TERMINAL 51 MAINT. DISTANCE = 443 0 177 5/8 OGO COALESCING LUBE OIL DRAIN TO TANK L 'EEXESESW
BOX MOTOR COMPRESSOR OVERALL OIL SEPARATOR PUMP/MOTOR 384 ;
0 CG. CG. 153 1/2 CG. 2211/4 240 CG. CG. [32-0"] @ INSTRUMENT AR 11/2" - 150# RFSW
LUBE OIL FLANGE
r PUMP/MOTOR @ TO GAS DISCHARGE 3" - 600# RFWN
141 P-101/PM-101 L&288E138IL
g — 4"~ 600% RFWN
(119" PUMP/MOTOR @ TO OIL COOLER FLANGE
CG. 0
4" - 600% RFWN
/ 117 @ FROM OIL COOLER FLANGE
COALESCING -
COMPRESSOR OIL SEPARATOR @ FROM OIL COOLER 3/4 Fe&o'\? GREst
C.G.
98 1/16
MOTOR —L o @ o
CG. GENERAL NOTES
1. ALLDIMENSIONS ARE IN INCHES
2. ALL CUSTOMER CONNECTIONS ARE +/- 1/4"
65 15/16 20 MINIMUM
OVERALL | STRAINER ELEMENT 3. ALLPIPING SHALL BE DONE IN ACCORDANCE WITH ASME/ANS| B31.1
CG. ‘ MAINT. DISTANCE 4. ALLBUTT WELDS SHALL BE FULLY RADIOGRAPHED.
_ 5. ALL FLANGE BOLT HOLES TO STRADDLE N/S & VERT. CENTERLINES.
34112 44112 6. ALLBURRS & SHARP EDGES SHALL BE REMOVED.
S%UR?JESI'E\IR U T 27 7. UNLESS OTHERWISE SPECIFIED, ALL TUBING SHALL BE 316 SS.
BULK OIL
C.G. B SEPARATOR ALL TUBE FITTINGS ARE SWAGELOK.
s CSF;JUCBTB'CE’Q ce. 8. THREADED JOINTS ON INSTRUMENTS OR GAUGES SHALL NOT BE SEAL WELDED.
9. ALLPIPING & TUBING SHALL BE ADEQUATELY SUPPORTED OR FASTENED.
o 10.  COMPLETE SYSTEM SHALL BE SHIPPED WITH 10 PSIG DRY NITROGEN, CHARGED
| | LUBE OIL J Il INTO EVACUATED SYSTEM.
// CONTROL FILTER B 20
35 H z QN% F101B MINMOT HTR, 11, ALL FLANGE SEALING SURFACES SHALL BE PROTECTED.
0 3734 48 o7 || P uge ol MAINT-DISTANCE 0 \iNimum 305 12. CENTER OF GRAVITY= 4
SUCTION _ FILTER A MANWAY BULK OIL
SCRUBBER - F-101A MAINT. DISTANCE ~ SEPARATOR 13. :m&mg@ﬁig%ﬂ;&?m -BULK OIL SEPARATOR
ce. W O CG. -13,726LBS.
FLOODED WEIGHT - 22,233 LBS.
14, THE HEAVIEST LIFT FOR ROUTINE MAINTENANCE IS 13,900 LBS RELATED
24 MINIMUM TO COMPRESSOR & COMPRESSOR MOTOR.
COALESCER ELEMENT 15. PROVISIONS FOR SOUND ENCLOSURE.
MAINT. DISTANCE BULK OLL
PLAN VIEW SEPARATOR
— r VS-103 172.3/16
24 MINIMUM OFYEE,EQEL
COALESCER ELEMENT
SUCTION MAINT. DISTANCE
SCRUBBER ° 24 MINIMUM
VS-101 COMPRESSOR __ FILTER ELEMENT COALESCING OIL
@17 C-101 MAINT. DISTANCE SEPARATOR
VS-104
97 15/16
BULK OIL
SUCTION
SCRUBBER SEPéRéATOR
MOTOR
CM-101
MOTOR
; ! = : 81 (F)
Jﬂ: - @ | L
COMPRESSOR N | %)
\ \ }Xm < | ° 62 15/16
|
65 3/16 & 1 < © COALESCING MACHINERY WEIGHTS
OVERALL 77] PN L ‘ © OIL SEPARATOR (TOLERANCE +/— 10%)
i (@) i ‘ e PAR ,,
== :/7J AN R I © il COMPRESSOR SYSTEM
()61 1/4 . — i — ﬁf %'4 58 118 (1) NET WEIGHT 95,070 LBS. APPROX.
OPERATING WEIGHT 99,070 LBS. APPROX.
|
— 51 )
FILTERS A © QTY.REQ'D.: 1
| = 2115/16
! - LUBE OIL
18— ‘ - PUMP/MOTOR
—] i | [ I CG. CONFIDENTIAL
THE INFORMATION HEREIN IS PROPRIETARY OF KCA AND
0 | : | L 0 KOBEI.CO S,
INSTRUMENT CONTROL LUBE OIL LUBE OIL zxcmA‘:l;r;ciuzia;:iﬁxrwvﬁ:ﬁgfwro
AIR HEADER - ~ PANEL FILTER A - CFILTERB KOBELCO COMPRESSORS AMERICA, INC. e
i kabaicocompcssors o C?&”Fﬁgﬁ%iﬁs ,SDEEL)EM
CUSTOMER: 'CUSTOMER DOCUMENT NO.:
FRONT VIEW VMEU ES-469-MD-F-500
L.GAMEZ ES-469-MD-F-500
DATE: SCALE: CAD FILE: SHEET NO.: REV. NO.:
101012012 : ES-469-MD-F-500 10F 1 0
16 15 14 13 12 11 10 ‘ 9 4l 8 7 6 5 3 2 ‘ 1
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Attachment 8 (Page 1 of 1)

KOBELCO P.3-2

2. Lifting

(1) The approximate weight is as follows;

ITEM WEIGHT

Compressor KS31SEH 6,300 kg (13,889 Ibs)

(2) A crane with suitable lifting capacity is needed.
See the sketch for correct lifting method.

Fig.2.1 APPROPRIATE LIFTING WAY

CAUTION

(1) The compressor shall be lifted only with the heavy lifting lugs (hook).
On lifting, slings shall be used to distribute load evenly.

(2) Eyebolts furnished on the covers shall not be used for lifting the whole compressor
unit.

<& KOBE STEEL,LTD.
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1 2 3 4 ) 6 7 8 9 10 11 12 13 14 15 16
(NOTES )
Attachment 9 (Page 1 of 1) GAS COMPRESSOR CONTROL PANEL (GCCP) GAS COMPRESSOR STARTER (NG—C1—STR) GAS COMPRESSOR
GCCP NG—C1—STR 1 MTR TERM BOX
fom 293.01-E608 (LP-6C)o— GOCP-L [, | S COMPRESSOR CNT PAL 1200C PR - P CONPRESSOR A 100V FONER™ ™7 — eyt —[ L1 |5 COMPRESSOR 416KV PO
GCCP-N CM=101-L2-T EM-10
from 293.01-E60B (LP-GC)>— N 2 K CN=10T-1L2=2 Ot 2 Hioon
6CCP—G FROM MVUS—DS2 3 CN=T0T=13=T
from 293.01-E60B (LP-GC)>— — ¢ 13 K CN=TOT=L3=2 3
PCS-E CM=T01=C-1
MASTER E—STOP PANEL L ¢ K_ —TM=T01=G-2 e
(ELECTRICAL ENCLOSURE) =
SR3 120VAC 1 NG—C1—-STR
. ESD—102—1 n_|COMPRESSOR MOTOR STOP
i GC HTR
T . L e~ 17 |6AS COMPRESSOR MOTOR SPACE_HEATER GC—HTR-L " from 29301-E608 (LP-G0)
FUSE BLOCK T 7 |
REMOTE E-STOP ESD-102-3 COMPRESS MOTOR START | GC—HTR-N
39FU— 13— 3 o | H2 — —< from 293.01-E60B (LP-GC)
L= r ESD-102=4 |, LT JUMPER 13 GCHTR=G < from 293.01-E60B (LP-GC)
132
G
GAS COMPRESSOR COOLER L
FUSE BLOCK
PY-106—1 [
PY-106-2 i NG—C1—STR B
RO W RTD1-1 o1 [RID1
VS=101 VIBRATION SWITCH VS—101-1 o |VS-101 OIL/GAS COOLER VIBRATION SHITCH A3 PRIW
— RTDI=SHLD
T 186 BT —
VS—101-2 10
NG—C1—STR TB
VS—102 FTB—3 RTD2{ 3 RTD2-T prow | RIDZ
VS—=102 VIBRATION SWITCH VS—-102-1 og | 5102 OIL/GAS COOLER VIBRATION WITCH AV RTD2-2
il A4 PR2W g
T 89 RTD2-3
VS—-102-2 191 A5 SAD150 PR2R
RTD2-SHLD
Bl [—
MCC1
NG—C1—STR TB
6K FUSE BLOCK RTD3| A6 RTDST PRIR | X103 §
BOS. HEATER HTR-101 RUN STATUS HTR-101—1 BOS. HEATER AUX CONTACT W _
A o 30FU A7 RTD3=2 PRIW
0 189 RTD3-3
HTR-101-2 123 A8 SAD15] PR3W
RTD3-SHLD
B1 —
1J FUSE BLOCK
LUBE OIL PUMP PM-101 RUN STfUS . PM—101—1 217 LUBE OLL PUMP AUX CONTACT NG—C1—STR 5
T {10 RTY B9 RTD4| g AV RTD4—1 o] RID4
_’] ’]_
124 A9 RTD4—2 PRAW g
RTD4-3
1M FUSE BLOCK ATO SHLD152 PRAR
AR COOLER FAN FM-101A RUN STATUS[ FM—101A—1 <o) AR COOLER FAN (FN-101A) AUK CONTACT RTD4—-SHLD
T B1 —
T 17 TB9
FM-101A-2 125 NG—C1-STR Lz
RTDS[ . - RTD5-1 g | RTDS
2C FUSE BLOCK o W RTD5-2 — §
AR COOLER FAN FM-1028 RUN Sjﬁms o FM—102B-1 | AR COOLER FAN (FM-102B) AUX CONTACT RTD5_3
T 1 TB9 AT3 SHLD153 PROW
FM—1028-2 %6 11 _ RTD5-SHLD
NG—C1—STR TB
FUSE BLOCK RTD6| o143 RTDE-T prow | K100
from 293.01-E83A (UCP BAY 2)>— 86GTESD- L34 B06TESD CTG TRIP AUX CONTACT . W RTD6—2 —
TB9 §
RTD6-3
from 293.01-E83A (UCP BAY 2)>— 86GTESD—2 127 A15 SHLD154 PRER
RTD6-SHLD
B1 —
FUSE BLOCK
from 203.01-E83A (UCP BAY 2)o— 4GTSTOP-1 [sr ] *6STOP CT6 NORMAL STOP AUK CONTACT
TB9
from 293.01-E83A (UCP BAY 2)>— 4CISTOP=2 129
PUSE_BLEE01 Rewore sTRr A conmer
from 293.01-E90B (PCS—B)>— HSZ6400-1 —37ru
TB9
from 293.01-F90B (PCS—B)>— H5-6400-2 130
PUSE_BLEE 01 REWOTE STOP AUK CONTACT
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CITY OF

VINELAND

WHERE IT'S ALWAYS GROWING SEASON

City of Vineland

DEPARTMENTAL PROPERTY DAMAGE/THEFT CLAIM FORM INSTRUCTIONS

PLEASE READ THE PROCEDURES BELOW CAREFULLY AND PROVIDE
INFORMATION REQUESTED ON THE
DEPARTMENTAL PROPERTY DAMAGE/THEFT CLAIM FORM.

PROCEDURES:

1. As soon as a departmental property damage or theft occurs, a member of the department is required to
notify the Insurance Services Dept. at 794-4000, Ext. 4387, with the information requested on the City
of Vineland Departmental Property Damage/Theft Claim Form.

2. If a theft of property has occurred, the department must contact City of Vineland Police to file a report.

3. The department must keep the damaged property until it has been inspected by the City’s Risk Manager
or Claims Investigator. If there is a need to dispose of items or make arrangements for temporary
storage of damaged property, please notify the Risk Manager or Claims Investigator at the time the
claim is first reported.

4. A Supervisor must fill out the City of Vineland Departmental Property Damage/Theft Claim form. The
form must be signed by the Supervisor and forwarded, along with any other relevant materials or
information, to the Claims Investigator within 24 hours of the loss. The department filing the claim
should retain a copy for their files.

Form Date: 10-27-17 Risk Management/Insurance Services



DEPARTMENTAL PROPERTY DAMAGE/THEFT CLAIM FORM

Department Information: (Please type or print clearly)

Department Name:

Department Address:

Telephone Number:

Description of Incident — Damage/Loss/Theft Information:

AM
Date of Incident: Time: PM

Driver Involved in Incident:

Location of Incident:

Description and Cause of Incident:

City of Vineland Owned Property Damaged/Destroyed/Stolen: (Briefly Describe)

Estimated Val
(Include Tag numbers when applicable) stimated value

(Attach supplemental sheets as needed)

Name of Reporting Supervisor:

Telephone Number:

Supervisor Signature: Date:

REMINDER: SEND COMPLETED CLAIM FORM AND ALL RELATED MATERIAL TO THE
INSURANCE SERVICES DEPT. WITHIN 24 HOURS OF INCIDENT VIA INTEROFFICE MAIL OR
BY EMAILING LINDA GOMEZ AT LGOMEZ@VINELANDCITY.ORG.

Form Date: 10-27-17 Risk Management/Insurance Services



General Contractor Project Experience Record Form

Instructions: You must complete one form per project for experience record. You must have four (4) forms that VMEU deems fully completed in order to meet the
experience requirement. Projects that do not meet all criteria will be not be counted towards the required four (4). See Section 3 of the Specification.

Project Name: | |Project Location:

Legal entity with whom your company entered into a contract for this project:

Name of Contact for legal entity listed above:

Phone number for contact listed above:

Year Completed: 20 OR In-progress

Rigging Ibs |Ibs
Technology: Gas Compressor Gas Compressor

Motor Motor
Other O Other

(evaluation criteria is preferred to be Gas Compressors or Motors. "Other" should be noted only if equipment is as sensitive and heavy as the noted equipment.)

Motor Overhaul Test Motors, NETA
Rebuild Motors

HP >3000hp (@)

( evaluation criteria-Motor Overhaul must be certified to test and rebuild electric motors greater than 3,000hp to NETA standards. Include 3 references)

Work performed under this contract either directly by your company OR a sub-contractor under your contract.
DO NOT include work that was performed by other contractors not under contract to your firm or work by the client or vendors to the client.
You must submit a Sub-Contractor Work Scope form for each subcontractor listed below. If your company performed work directly, list your company as a

sub-contractor and attach a sub-contractor form for your company.

Motor Overhaul

Work Performed Name of Subcontractor(s) Subcontractor Form(s) Attached
Electrical (@)
Mechanical (Piping) (@)
Rigging (@)
(@)




Prior Project Sub-Contractor Work Scope Record Form

Project Name: | |Project Location: |
Sub-Contractor Information: Name: Work Type
Address: D) Electrical
© Mechanical
D) Rigging
O Motor Overhaul
Contact:
Phone:
Email:
Maximum number of workers on site
for this sub-contractor:

Work performed under your contract for this project by this sub-contractor.
Do NOT include work that was performed by other contractors not under contract to our firm or work by the client or vendors to
the client.

Entire Project RFI Processing (all contractors) Wiring and wiring testing

Safety Orientation and Security for site Mechanical (Piping)

Change Order Management Electrical Work

Project Controls and Schedule (CPM) Controls

Control System Design Rigging

Field work oversight Motor Overhaul

Client Liaison Commissioning

Classified area work (Class 1 Div. 1/2) Independent Electrical Testing

0000aAaaaa
0000aAaaaa

Alignment and millwright work Instrumentation calibration and tuning




PLEASE USE THE
FOLLOWING DOCUMENTS
WHEN SUBMITTING BOTH

YOUR ORIGINAL AND
DUPLICATE BID



PLEASE PRINT (LEGIBLY) OR TYPE

WITNESS

The bidder shall state on the line
below, if a corporation, the name
of the state in which incorporated.

(Contact Person Who Prepared Proposal)

(Telephone Number)

(Federal I.D. Number)

(Email address)

COMPANY

ADDRESS

TELEPHONE

BY
(Signature)

(Name-please print or type)

(Title)

DATE

Have you attached the required items listed
on the Check List? Failure to do so may
result in automatic rejection of this bid.

(Fax Number)



Vineland Municipal Electric Utility Rigging Motor Overhaul and Services Proposal

Proposal
Rigging Motor Overhaul and Services

To the Purchasing Board of the City of Vineland,

The undersigned bidder declares he/she has read the Notice to Bidders, Instructions to Bidders, and
specification attached, that he/she has determined the conditions affecting the bid, and agrees, if this
proposal is accepted and a contract is awarded, to perform the service(s) stated below:

Site: 4087 S Lincoln Ave, Vineland, NJ 08361
Clayville Generating Station

Dollars ($)
Description Task(s) Labor Hours Labor Material Total
Compressor Out
Compressor In
Rigging
Motor Out
Motor In
M
otor Motor Overhaul & Rebuild
Overhaul
Electrical Prep & Disconnection
Electrical
Electrical Reinstallation
Mechanical Prep & Disconnection
Mechanical
Mechanical Reinstallation
Other Specific
Cost Items:
Total Fixed Price (Total Bid Amount):

Total Cost/Bid amount (in words):

Company/Bidder:

Page 1 of 1




BID CHECKLIST

Failure by the bidder to submit with their bid all of the MANDATORY
Items that are check below shall be cause for rejection of bid.

COVBID # 2026-32
FGC Rigging, MO, and Services

REQUIRED INITIAL
WITH BID & SUBMIT
1. Bid Guarantee (IN DUPLICATE)
(a bid bond is not a consent of surety)
2. Certificate or Consent of Surety Form
(IN DUPLICATE)
3. Statement of Ownership Disclosure X
(IN DUPLICATE)
4. EEO/Affirmative Action Compliance Notice X
(IN DUPLICATE)
5. Check List (IN DUPLICATE) X
X

6. Proposal (IN DUPLICATE)

7. Acknowledgement of Receipt of Addenda
(IN DUPLICATE)

8. List of Subcontractors per NJSA 40A:11-16,
if any, If none, state so. (IN DUPLICATE)

The items that are checked below shall be submitted no later than the time period indicated.

Required as Ite Read, Initialed

Conditioned Shall Submit

Performance Bond
(Due with the executed contract)

Labor and Material Payment Bond
(Due with the executed contract)

Maintenance Bond
(Due with the executed contract)

(continued on next page)



Public Works Contractor Registration
Certificate(s) for the General or Prime
Contractor and any Subcontractor submitted
in the bid proposal with a date effective at the
time the proposal is submitted

(Due prior to contract award)

New Jersey Business Registration Certificate
(Due prior to contract award)

Disclosure of Investment Activities in Iran
(Due prior to contract award)

Certificate(s) of Insurance as specified
In the Bid Document
(Due with executed contract)

Certification of Non-Debarment for Federal
Contracts. (Due prior to contract award)

Certification of Regarding Debarment Suspension.
(Due prior to contract award)

The items that are checked below are to be reviewed by the bidders.

Review Required

THE ITEMS AND/OR FORMS

Item

Americans with Disabilities Act Language

General Instructions

Technical Specifications

INDICATED ABOVE SHALL BE

Read & Initialed

REVIEWED AND/OR

SUBMITTED WITH YOUR BID. THIS CHECKLIST IS PROVIDED FOR INFORMATIONAL

PURPOSES ONLY. ALL REQUIRED DOCUMENTATION MAY NOT BE LISTED ABOVE AND

IT SHALL BE THE RESPONSIBILITY OF THE BIDDER TO CAREFULLY REVIEW THE

COMPLETE BID PACKAGE, FAMILIARIZE THEMSELVES WITH THE REQUIREMENTS OF

THIS BID AND TO SUBMIT WITH THEIR BID ALL REQUIRED DOCUMENTATION.

SIGNATURE

The undersigned hereby acknowledges that they have submitted and/or reviewed the
above listed requirements:

(COMPANY)

(NAME — PLEASE PRINT OR TYPE)

(SIGNATURE)

(DATE)



STATEMENT OF OWNERSHIP DISCLOSURE
N.J.S.A. 52:25-24.2 (P.L. 1977, c.33, as amended by P.L. 2016, c.43)

This statement shall be completed, certified to, and included with all bid and proposal submissions. Failure to
submit the required information is cause for automatic rejection of the bid or proposal.

Name of Organization:

Organization Address:

Part |
Check the box that represents the type of business organization:

_Sole Proprietorship (skip Parts Il and Ill, execute certification in Part IV)
_Non-Profit Corporation (skip Parts Il and Ill, execute certification in Part IV)
For-Profit Corporation (any type)
_Limited Liability Company (LLC)
Partnership
Limited Partnership
~Limited Liability Partnership (LLP)
_Other (be specific):

Part Il

The list below contains the names and addresses of all stockholders in the corporation who own 10 percent or
more of its stock, of any class, or of all individual partners in the partnership who own a 10 percent or greater
interest therein, or of all members in the limited liability company who own a 10 percent or greater interest therein,
as the case may be. (COMPLETE THE LIST BELOW IN THIS SECTION)

OR
No one stockholder in the corporation owns 10 percent or more of its stock, of any class, or no individual partner
in the partnership owns a 10 percent or greater interest therein, or no member in the limited liability company
owns a 10 percent or greater interest therein, as the case may be. (SKIP TO PART IV)

(Please attach additional sheets if more space is needed):

Name of Individual or Business Entity Address




Part lll
DISCLOSURE OF 10% OR GREATER OWNERSHIP IN THE STOCKHOLDERS, PARTNERS OR LLC MEMBERS
LISTED IN PART Il

If a bidder has a direct or indirect parent entity which is publicly traded, and any person holds a 10 percent or
greater beneficial interest in the publicly traded parent entity as of the last annual federal Security and Exchange
Commission (SEC) or foreign equivalent filing, ownership disclosure can be met by providing links to the website(s)
containing the last annual filing(s) with the federal Securities and Exchange Commission (or foreign equivalent) that
contain the name and address of each person holding a 10% or greater beneficial interest in the publicly traded parent
entity, along with the relevant page numbers of the filing(s) that contain the information on each such person. Attach
additional sheets if more space is needed.

Website (URL) containing the last annual SEC (or foreign equivalent) filing Page #'s

Please list the names and addresses of each stockholder, partner or member owning a 10 percent or greater interest in
any corresponding corporation, partnership and/or limited liability company (LLC) listed in Part Il other than for any
publicly traded parent entities referenced above. The disclosure shall be continued until names and addresses of
every noncorporate stockholder, and individual partner, and member exceeding the 10 percent ownership criteria
established pursuant to N.J.S.A. 52:25-24.2 has been listed. Attach additional sheets if more space is needed.

Stockholder/Partner/Member and Address
Corresponding Entity Listed in Part Il

Part IV
Certification

I, being duly sworn upon my oath, hereby represent that the foregoing information and any attachments thereto to the best of
my knowledge are true and complete. | acknowledge: that | am authorized to execute this certification on behalf of the

bidder/proposer; that the is relying on the information contained herein and that | am under a
continuing obligation from the date of this certification through the completion of any contracts with
to notify the in writing of any changes to the information contained herein; that | am aware that it is a

criminal offense to make a false statement or misrepresentation in this certification, and if | do so, | am subject to criminal
prosecution under the law and that it will constitute a material breach of my agreement(s) with the, permitting the
to declare any contract(s) resulting from this certification void and unenforceable.

Full Name (Print): Title:

Signature: Date:




AFFIRMATIVE ACTION COMPLIANCE NOTICE
N.J.S.A. 10:5-31 and N.J.A.C. 17:27

GOODS AND SERVICES CONTRACTS
(INCLUDING PROFESSIONAL SERVICES)

This form is a summary of the successful bidder’s requirement to comply with the requirements of N.J.S.A. 10:5-
31 and N.J.A.C. 17:27-1 et seq.

The successful bidder shall submit to the public agency, after notification of award but prior to execution of this
contract, one of the following three documents as forms of evidence:

(a) A photocopy of a valid letter that the contractor is operating under an existing Federally approved or
sanctioned affirmative action program (good for one year from the date of the letter);

OR

(b) A photocopy of a Certificate of Employee Information Report approval, issued in accordance with N.J.A.C.
17:27-4;
OR

(c) A photocopy of an Employee Information Report (Form AA302) provided by the Division and distributed to the
public agency to be completed by the contractor in accordance with N.J.A.C. 17:27-4.

The successful vendor may obtain the Affirmative Action Employee Information Report (AA302) from the
contracting unit during normal business hours.

The successful vendor(s) must submit the copies of the AA302 Report to the Division of Contract Compliance and
Equal Employment Opportunity in Public Contracts (Division). The Public Agency copy is submitted to the public
agency, and the vendor copy is retained by the vendor.

The undersigned vendor certifies that he/she is aware of the commitment to comply with the requirements of
N.J.S.A. 10:5-31 and N.J.A.C. 17:27.1 et seq. and agrees to furnish the required forms of evidence.

The undersigned vendor further understands that his/her bid shall be rejected as non-responsive if said contractor
fails to comply with the requirements of N.J.S.A. 10:5-31 and N.J.A.C. 17:27-1 et seq.

COMPANY: SIGNATURE:
PRINT NAME: TITLE:
DATE:

FAILURE BY BIDDER TO COMPLETE AND RETURN THIS NOTICE WITH THEIR BID SUBMISSION
SHALL BE CAUSE FOR THEIR BID TO BE REJECTED AS NON-RESPONSIVE



CITY OF VINELAND
ACKNOWLEDGMENT OF RECEIPT OF ADDENDA

Pursuant to N.J.S.A. 40A:11-23.1a, the undersigned bidder hereby acknowledges receipt of the following notices,
revisions, or addenda to the bid advertisement, specifications or bid documents. By indicating date of receipt, bidder
acknowledges the submitted bid takes into account the provisions of notice, revision or addendum. Note that the local
unit’s record of notice to bidders shall take precedence and that failure to include provisions of changes in a bid proposal
may be subject for rejection of the bid.

The undersigned Bidder hereby acknowledges receipt of the following Addenda:

Addendum Number Dated Acknowledge Receipt
(initial)

[INo addenda were received:

Acknowledged for:

(Name of Bidder)
By:
(Signature of Authorized Representative)
Name:
(Print or Type)
Title:

Date:




DISCLOSURE OF INVESTMENT ACTIVITIES IN IRAN FORM

STATE OF NEW JERSEY
DEPARTMENT OF THE TREASURY - DIVISION OF PURCHASE AND PROPERTY
33 WEST STATE STREET, P.0. BOX 230 TRENTON, NEW JERSEY 08625-0230

BID SOLICITATION # AND TITLE:

VENDOR NAME:

Pursuant to N.J.S.A. 52:32-57, et seq. (P.L. 2012, ¢.25 and P.L. 2021, c.4) any person or entity that submits a bid or proposal or otherwise proposes to enter into or renew
a contract must certify that neither the person nor entity, nor any of its parents, subsidiaries, or affiliates, is identified on the New Jersey Department of the Treasury’s Chapter
25 List as a person or entity engaged in investment activities in Iran. The Chapter 25 list is found on the Division's website at
https://www.state.nj.us/treasury/purchase/pdf/Chapter25List.pdf. Vendors/Bidders must review this list prior to completing the below certification. If the Director of the
Division of Purchase and Property finds a person or entity to be in violation of the law, s/he shall take action as may be appropriate and provided by law, rule or contract,
including but not limited to, imposing sanctions, seeking compliance, recovering damages, declaring the party in default and seeking debarment or suspension of the party.

CHECK THE APPROPRIATE BOX

| certify, pursuant to N.J.S.A. 52:32-57, et seq. (P.L. 2012, c.25 and P.L. 2021, c.4), that neither the Vendor/Bidder listed above nor any of its parents, subsidiaries,
or affiliates is listed on the New Jersey Department of the Treasury’s Chapter 25 List of entities determined to be engaged in prohibited activities in Iran.

OR

I am unable to certify as above because the Vendor/Bidder and/or one or more of its parents, subsidiaries, or affiliates is listed on the New Jersey Department of
the Treasury’s Chapter 25 List. | will provide a detailed, accurate and precise description of the activities of the Vendor/Bidder, or one of its parents,
subsidiaries or affiliates, has engaged in regarding investment activities in Iran by completing the information requested below.

Entity Engaged in Investment Activities
Relationship to Vendor/ Bidder
Description of Activities

Duration of Engagement
Anticipated Cessation Date

*Attach Additional Sheets If Necessary.

CERTIFICATION
I, the undersigned, certify that | am authorized to execute this certification on behalf of the Vendor, that the foregoing information and any attachments hereto, to the best of my
knowledge are true and complete. | acknowledge that the State of New Jersey is relying on the information contained herein, and that the Vendor is under a continuing obligation
from the date of this certification through the completion of any contract(s) with the State to notify the State in writing of any changes to the information contained herein; that | am
aware that it is a criminal offense to make a false statement or misrepresentation in this certification. If | do so, | may be subject to criminal prosecution under the law, and it will
constitute a material breach of my contract(s) with the State, permitting the State to declare any contract(s) resulting from this certification void and unenforceable.

Signature Date

Print Name and Title

DPP Rev. 12.13.2021



CERTIFICATION OF NON-INVOLVEMENT IN
PROHIBITED ACTIVITIES IN RUSSIA OR BELARUS

Pursuant to N.J.S.A. 52:32-60.1, et seq. (L. 2022, c. 3) any person or entity (hereinafter “Vendor") that seeks to enter into
or renew a contract with a State agency for the provision of goods or services, or the purchase of bonds or other obligations,
must complete the certification below indicating whether or not the Vendor is identified on the Office of Foreign Assets
Control  (OFAC)  Specially  Designated Nationals  and Blocked Persons list, available  here:
https://sanctionssearch.ofac.treas.gov/. If the Department of the Treasury finds that a Vendor has made a certification in
violation of the law, it shall take any action as may be appropriate and provided by law, rule or contract, including but not
limited to, imposing sanctions, seeking compliance, recovering damages, declaring the party in default and seeking
debarment or suspension of the party.

I, the undersigned, certify that | have read the definition of “Vendor” below, and have reviewed the Office of Foreign Assets
Control (OFAC) Specially Designated Nationals and Blocked Persons list, and having done so certify:

(Check the Appropriate Box)

account of activity related to Russia and/or Belarus.

O A That the Vendor is not identified on the OFAC Specially Designated Nationals and Blocked Persons list on

OR

Designated Nationals and Blocked Persons list on account of activity related to Russia and/or Belarus.

O B That | am unable to certify as to “A” above, because the Vendor is identified on the OFAC Specially

OR

That | am unable to certify as to “A” above, because the Vendor is identified on the OFAC Specially
O c Designated Nationals and Blocked Persons list. However, the Vendor is engaged in activity related to Russia
" and/or Belarus consistent with federal law, regulation, license or exemption. A detailed description of how

the Vendor’s activity related to Russia and/or Belarus is consistent with federal law is set forth below.

(Attach Additional Sheets If Necessary.)

Signature of Vendor’s Authorized Representative Date

Print Name and Title of Vendor’s Authorized Representative Vendor’'s FEIN

Vendor's Name Vendor’s Phone Number
Vendor’s Address (Street Address) Vendor’s Fax Number
Vendor’s Address (City/State/Zip Code) Vendor's Email Address

"Vendor means: (1) A natural person, corporation, company, limited partnership, limited liability partnership, limited liability company,
business association, sole proprietorship, joint venture, partnership, society, trust, or any other nongovernmental entity, organization, or
group; (2) Any governmental entity or instrumentality of a government, including a multilateral development institution, as defined in Section
1701(c)(3) of the International Financial Institutions Act, 22 U.S.C. 262r(c)(3); or (3) Any parent, successor, subunit, direct or indirect
subsidiary, or any entity under common ownership or control with, any entity described in paragraph (1) or (2).
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